Shaft Supports -riange Mount-

@ Shaft Supports, generally used with linear shafts can work as device stand supports or mounting brackets for linear applications, Available with

round, square and compact flange types. Choose between low carbon steel, 304 stainless steel or 2017 aluminum. See the application examples
on the next page.

Contents
MRound Flange Material Surface Treatment Type Eﬁé's"’s’a'nlﬁ'.&'ﬂg"éﬁm use the table below. Part No. Round Flanz:n“ Price (ty. 1-5) Square Flange
JIS 55400 Black Oxide U-STHRB X L UL Type C : N B By N N _ By B How to Use
, _ : 0.000 5.000 +0.01 allout [Nominal| _ Tolerance _|U-STHRB] U-STHR | U-ATHR [U-SSTHR|U-STHSB[ U-STHS [ U-ATHS [U-SSTHS | Cataog
(Equivalent to 1018 Steel) _ Eiectroless Nicke Plating U-STHR s 10000 2007 Round Flange 0.25 | 1/4 | 0.2506 | 0.2500 | 10.80 | 12.00 | 13.10 | 14.00 | 1240 | 13.80 | 1510 | 18.40
2017 Aluminum Clear Anodizing U-ATHR B Trea o hoe e rance T 06 romanmlae— U-STHRB U-STHR 0.38 | 3/8 | 0.3756 | 0.3750 | 14.00 | 15.60 | 17.80 | 18.00 | 15.60 | 17.30 | 2050 | 22.50  [JEFve
30 Slanles Seel | _ - U-SSTHR U-ATHR  U-SSTHR | 0.50 1/2_ | 05007 | 0.5000 | 15.00 | 16.70 | 19.30 | 18.00 | 17.60 | 19.60 | 22.00 | 2250  MVEt
® Material Characteristios E& P.628, 620 Square Flange 0.63 5/8 | 0.6257 | 0.6250 | 16.40 | 18.20 | 20.90 | 23.60 | 19.40 | 21.50 | 24.20 | 28.40
U-STHSB U-STHS 0.75 | 3/4 | 0.7508 | 0.7500 | 18.40 | 20.40 | 23.60 | 83.30 | 21.00 | 23.30 | 26.90 | 37.60
$0.0010 U-ATHS  U-SSTHS [ 1.00 1" [1.0008 | 1.0000 | 19.60 | 21.80 | 2550 | 37.30 | 22.40 | 24.90 | 29.30 | 44.50
R0.020 - 3Plc's 1.50 | 1-1/2 | 1.5010 | 1.5000 | 29.20 | 32.40 | 35.60 | 79.50 | 33.60 | 37.30 | 40.90 | 83.80
T —Roots Technical Information
[ d1
W/ A | D‘1 D L D1 H G ) Ul P.C.D. K Diameter | COMPatible
. ‘”’ N Size Major Dia. Bolt
T ‘ 0.25 0.625 0.500 1.13 0.14 0.375 #6-32 0.138 0.813 0.88 0.154 #6
= P\ 0.38 0.750 0.625 1.25 0.19 0.500 #6-32 0.138 0.938 0.97 0.154 #6
0.50 1.000 0.875 1.72 0.25 0.625 #10-32 0.190 1.313 1.31 0.206 #0
G *J Nyt 0.63 1.250 1.000 1.88 0.25 0.750 #10-32 0.190 1.438 1.44 0.206 #10 3%1?&%
B 0.75 1.500 1.250 2.25 0.31 1.000 1/4-20 0.250 1.750 1.75 0.281 1/4
[ 1.00 1.750 1.625 2.63 0.38 1.125 1/4-20 0.250 2.125 2.00 0.281 1/4
® Surface Roughness: Unless otherwise specified B/ 1.50 2.250 2.250 3.50 0.38 1375 | 5/16-18 0.313 2.875 2.69 0.344 5/16
WSquare Flange Waterial Surface Treatment Tyve Goneral Tolerance, Part No. $ Unit Price (Qty. 1~9)
JIS $5400 Black Oxide U-STHSB g'gg'o 5T30 - T“';a'au';"e Tyne Compact Flange
(Equivalent to 1018 Steel) Electroless Nickel Plating U-STHS 5.001 16.000 +0.02 w Callout | Nominal Tolerance U-STHCB U-STHC U-ATHC U-SSTHC
2017 Aluminum Clear Anodizing U-ATHS oo 005 0.13 1/8 | 0.1255 | 0.1250 10.00 11.10 12.20 12.90
304 Stainless Steel - U-SSTHS 0.19 | 3/16 | 0.1880 | 0.1875 11.30 12.60 13.80 14.20
(@ Material Characteristics BE P.628, 629 Compact Flange 0.25 1/4 0.2506 | 0.2500 11.80 13.10 14.40 16.20 Locating
U-STHCB 0.38 | 3/8 | 0.3756 | 0.3750 14.00 15.60 18.00 16.50 Components
U-STHC 0.50 1/2 | 05007 | 0.5000 17.40 19.30 21.30 20.20 i
2000101 ddin L. —pcD. U-ATHC 0.63 | 5/8 | 0.6257 | 0.6250 18.80 20.90 23.10 27.10
—fROF-{%zg; gP'C s U-SSTHC 0.75 | 3/4 | 07508 | 0.7500 20.40 22.70 25.80 35.50
I : 1.00 1" | 1.0008 | 1.0000 22.00 24.40 28.00 41.80
o IS ’ \ 1.50 | 1-1/2 | 1.5010 | 1.5000 32.00 35.60 39.30 102.20
/ S | ' v . .
M 7 £ D1 Technlcal Information Genera
N L 4{ ‘ T (Thread) d1 Components
T D L D1 H G 2 w P1 F Diamaer Compatible
— Size | Major Dia. Bolt
iy N 0.13 0375 | 0313 0.83 0.13 0.250 #4-40 | 0.112 0.38 0.594 - 0.125 #4
L — 0.19 0375 | 0.438 0.94 0.13 0.250 #4-40 | 0112 0.50 0.688 - 0.125 #4
\ | 0.25 0.625 | 0.500 1.13 0.14 0.375 #6-32 | 0.138 0.56 0.813 - 0.154 #6
) ) 0.38 0750 | 0.625 1.25 0.19 0.500 #6-32 | 0.138 0.69 0.938 - 0.154 #6
@ Surface Roughness: Unless otherwise specified 0.50 1.000 | 0.875 1.72 0.25 0.625 | #10-32 | 0.190 1.06 1125 | 0656 | 0.206 #10 Gl
ECompact Flange — — — cenoral Tolarance 0.63 1.250 | 1.000 1.88 0.25 0750 | #10-32 | 0.190 1.13 1250 | 0719 | 0.206 #10 Weded Sarcs
Unless otherwise specified use the table below. -
e —— = ol |l i o e e L Do v e e
Equivalent to 1018 Steel) Electroless Nickel Platin U-STHC 2.000 2000 o0 - ; - - - - ; - ; - - el
(Eq : el Plating 5001 16000 2002 1.50 2.250 | 2.250 3.50 0.38 1.375_| 5/16-18 | 0.313 2.38 2500 | 1438 | 0.344 5/16
2017 Aluminum Clear Anodizing U-ATHC e T T T Vanfolde

304 Stainless Steel - U-SSTHC Part N
(® Material Characteristics B P.628, 629 @g"‘e’ | art No. mﬂ tDagfr 1 Day Ex Example
xample o Ship
-Type Urethanes
[1]£0.0010 D=0.13~0.38 axgy. D=0-50+1.50 U-STHR 1.00 Rubbers
_—R0.020- 3PIc's 5 ’
] xd1 7T < T Square Flange
i RO.01 /\><j\\ S p M Quantity Discount Rate quar 9
015 4 “Y TO Oy $ Price Quantity 1-9 | 10-19 | 20-49 | 50~
I ‘ 45 < ' Rate — | 2% | 3% | &%
/ N | ﬂ | (@ For larger quantity orders "Days to Ship"
M @ (V/L** D‘1 ’ J Pt H — ‘ --P1 H may differ from published catalog term. BE"P.29
!. L T i 45 » J | l :
' Il \/ N +D ) Technical
= ~ Y Data
: gl ot | £ ;
[ W W Business
11 L - - - - Information
o Round Flange
(® Surface Roughness: Unless otherwise specified W Index

el bl el . Express Options MiSUMi
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