Conveyor Sensor Brackets / Post-Assembly Insertion Nuts Conveyor Air Nozzle Stands

For Photoelectronic Sensors

lFeatures: Conveyor Sensor Brackets with the sensor height, width, and angle adjustable. lFeatures: Air Nozzle Stand to be attached to the conveyor. Several nozzles can be mounted on one stand.
BFCB (Straight Slotted Hole Type) BFCBN (Arched Slotted Hole Type) Top B!OW Type ) Side B'OW Type .
. CTT (Stainless Steel), CTA (Aluminum) CSS (Stainless Steel), CSA (Aluminum)
\ . = — 56 © 2-Ms5x16 © 2-M5x16
3.2 2@ *2® =
- T 3 I
+— A 9 = & & o e T 18
- ,‘ i
~ T T
S , & o
32 ~1_7J %09 - xiﬂ‘ 3 2@ 2-Max
34 % = 9 ® II ~
43 25.4 y . J 3 :
34 W : | s
- ‘ =t = L)
- [RokS 10} o | =]
”””””””””” j: 46
Il Component List
bt Mveteral _ Attachment
a CTT | CIA
§ A | - No. Rathans oY css | Cs NZTS (Stainless Steel), NZTA (Aluminum)
NZTS | NZTA
. — Wounting Bracket > Torsans s © Flat Air Nozzle Compatible e Compatible with Other Nozzlzvse/?eyv/
- L G Shaft Set Screw 1 [ 304 Stainless Steel | A |D=8 D=12 28 E [V] )
~ N G Post 1_| 304 Stainless Steel 22— @ 4xm4 22 _|@am4
@ Shaft 1 | 304 Stainless Steel d
N ( Air Nozzle Mounting Plate 1 Bﬂismn\mstee\\?ESWurﬂmM\w? L by ‘Wﬂmﬂmﬂm DEW Nominal 5\ diCourtertore Depti i
@ Shaft Collar 1 |t A3 M
18 m Material: Stainless Steel @ _|Air Nozzle Mounting Her Socket Head Cap Screw| 2 | 304 Stainless Steel LS 5 8 2 { @g g ; - 1 L Ll
(® |Hex Socket Flat Head Cap Screw| 2 | 304 Stainless Steel T r ‘ 1 ST s
Hex Socket Head Cap Screw with SpringWasher| 4 | 304 Stainless Steel o ? —_— ——t +
- Nozzle Terminal 1 [ 3 D & 5
Part Number N Unit Price liSensor Compatibility Table 1 O will be made of aluminum for CTA/CSA, but the ® 3] © 244 8@ @*7 o, F 5?%\ B P omia
Type L No. Manufacturer Part Number dimensions will be same as SSDSN (P [ll-289). 2-M3x10 22 -Max 22 15 e i
yp *2 When the attachment H or V is selected, 0 will be o = [ Ll o = 1y A
& 32 MISUMI MZL-D, MZL-R, MZL-T, MZ-WD, MZ-LD, MZ-D attached instead of the part number ®, ®, @, and ®. T ‘
" 30 5 5.2 ' ' ’ ' ’ *3 The aluminum surface is white anodized. “E1 G f
SBt:S'(g;;SMtEd Hole Type 6 6.2 Keyence PZ-G, PZ2, PZ-V/M Series ®Eithir iM5 or M6 screw can be used to mount fixing WA L WA L .
- rackets.
3 3.2 SUN CX-L400, LS-H Series (®)When mounting several brackets with a top blow type,
40 5 5.2 OMRON E3Z, E3ZM Series addition of a shaft as alteration is recommended. D | Nominal B L|E G| HIF MAld | di | h W Included Screw
6 6.2 (®When mounting several brackets with a side blow type, 8 M5 12 27 | 11 |16 [ 7 | 10 [ M3 | 35 | 65 | 35 | 1 SCB3-8
3 3'2 Ordering [ Part Number | use of mounting 2 brackets is recommended. *FLZN - Re P 1/8 18(19) | 40 | 15 | 256 [ 10 | 16 | M4 | 45 | 8 | 45 | 15 SCB4-10
20 5 5:2 Example ‘ Type ‘ R No. ‘ @Drm tolerance is measured before slitting.
Arched Slotted Hole Type 6 6.0 BFCB 0 - 5 Ml Top Blow Type lSide Blow Type l !
BFCBN 3 3'2 Part Number Unit Price Part Number Unit Price J Alteations A e
. L | wW CTTH CTAH CSSH CSAH - - R
0 s "o . s (Configure Oniine) Type |t orra| ST craa |STAH 1ype | Attachment | L |cssa| S350 csan| SSAH CTT s - 50 -300- ADB
6 6.2 50 50 Supporting Posts Added (Both Ends Supported)
100 100
50 159 CSss A 150
thuelgg}nc \reen 200 CSA v, 200 Al s
250 250
WFeatures: Post-assembly insertion nuts with set screws.Useful for mounting items such as a sensor if you need to install them ater. 3;5%0 300
160 M Attachment
[lPost-Assembly Insertion Nuts for Conveyor 150 part Number Unit Quotation Price Code ADB
100 500 NZTS | NZIA —
550 No The Top Blow Type cantilever is changed to
— . both ends supported.
1 . e 300 Tvpe D A [RV] A [HV s
e 50 NZTS 8 Spec- | ) taftofte sameengh as seced L imersin 1
o - % Way - aftof the same length as specifie L dimension x 1 pc
\ 100 NZTA 12 (2) Mounting Bracket x 2
150 i
— 1 150 500 WAir Nozzle Compatibility Table OEEENEEE
0.6 E 0.6 45 45 CTT| A ggg Types | tumet|  Compatible Nozzle Type Page | Nominal
1 1
] ] ] CTA U 50 | AFTSP, AFTSF, AFTSA, AFTSS, P2 1455-1460| -
T 16 100 Top AFTAD, AFTADA, AFTRW, AFTRSW | ™=
150 Blow | H | PNZRF, ABNZL, ABNZN, ABNZMN,
200 1500 V| ABNZNL, ABNK, ABNX P2 1G5-1469| M5
M Reference Tightening Torque () (®)Use pre-assembly insertion nuts to mount heavy objects such as a stand. ggg %%FNPZ@CQL‘@%\/ %&RSDADA
3 09 (®Nuts dedicated for the aluminum extrusion of MISUMI conveyors. Use them for the 50 AFTR. AFTRA. PNZRF. ACNA. ABNZ Example
4 22 aluminum extrusion slots (for M5 or M6). ) ) ! 2100 ABNZM, ABNZL, ABNZML, ABNX
5 76 See the Conveyor Main Unit pages and select an appropriate item. [0 Material: 316 Stainless Steel, Sintered 150 Side | 1| ABNKH, ABNXH, PNMC, PNMS, Re P
250 550 Blow | | DKNZ DKNZN, DKNZP, DKNZNP, [P 1463-1478| "o
" o SGP Carbon SteelPN
Part Number Accessories (1 pc.) Qty. per Unit Price | Volume Discount Rate ex Example F’é’i‘é‘%ﬂ;&l"; e it utclone by ggg SUTPN. FSGP Carbon SteelPN,
A| B | E | T |["p FSUTPN, SGP Carbon SteelPW,
IYEE M| IS Set Scre & 1 pkg. 2-3 pkgs- — SUTPW, FSUTPW, SLTWSLTR, SLTRS
For Aluminum Extrusion Slot M5 3 Mdx5 49 7 28 4 150 NZRFS, NZBVFS, NZRCS, NZRS, NZRAJ i . CSSH
PACK-CHNT5 4 300 200 (®The compatible nozzle types are listed in the order in which they appear in the catalog. NG Item Discharge]
1 b
For Aluminum Extrusion Slot M6 i Max6 59 8 33 | 45 DrEE ggg AFTAD
PACK-CHNT6 | ¢ ' ’ :
eres  (Configure Oniine Ordermgw
@Example to Ship - 300 - 100
[ Twe - III dss  H - 200 ,
PACK-CHNT6 - 3
Set Screw m M ’_CTTA (Alteration ADB)
n' 1 307 NZTS 12 [Surface Cleaning] n' 1 308



