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Air Vent

Straight – High Precision

Type Material Hardness

MSV 52100 Bearing Steel 58 HRC min.

MSVC 440C Stainless Steel 58 HRC min.

One End Tapped

Type Material Hardness

MSTP 52100  
Bearing Steel 58 HRC min.

MSTPC 440C  
Stainless Steel 58 HRC min.

MSTPCS 304  
Stainless Steel —

Part Number - L

MSTP5
MSTPCS8

-
-
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20

Part Number - L

MSV2 - 6

!  Measurement is taken place in constant temperature room. � !  �ℓ1 / ℓ2 dimension may become larger than the value shown in the catalog due to polishing process.
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Part Number
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1.5 3 x 0.5 6

MSTP
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4 x 0.7

*8
6 10 15 20 25 30 35 40 50

5 x 0.8 8 15 20 25 30 35 40 45 50 60 70 80
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6 x 1.0 10

10 15 20 25 30 35 40 45 50 60 70 80
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8 x 1.25 15
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MSV 
MSVC

Air Vent Depth
All air vents are identical in depth

±0.050.15

!  �When D=5 or 6 and L=10, the pilot hole for tapping may go through.  !  �*ℓ=6 only when D=6 and L=10  !  �ℓ1 dimension may become larger than the value shown in the catalog due to polishing process.
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Dowel Pins
Oversized, continued

Dowel Pins
Oversized

Part Number - L

MSTMS6
THSS12
MTT10

-
-
-

20
40
50

!  �ℓ1 / ℓ2 dimension may become larger than the value shown in the catalog due to polishing process.
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Part Number
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Type D
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3 x 0.5 6 +0.020 
+0.012
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p6 (Type)

5 10 15 20 25 30
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4 x 0.7

*8
6 10 15 20 25 30 35 40 50

5 x 0.8 +0.024 
+0.015

8 15 20 25 30 35 40 45 50 60 70 80
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6 x 1.0 10

10 15 20 25 30 35 40 45 50 60 70 80

1.0

+0.029 
+0.018

12 20 30 40 50 60 70 80

8 x 1.25 15
13 40 50 60 70 80

3.0
16 40 50 60 70 80

10 x 1.5 18 +0.035 
+0.022 20 50 60 70 80

1.5
0.3

3 x 0.5 6 +0.012 
+0.004
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8 15 20 25 30 35 40 45 50 60 70 80
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1.0 +0.018 
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12 20 30 40 50 60 70 80

8 x 1.25 15
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3.0 1.5
16 40 50 60 70 80

10 x 1.5 18 +0.021 
+0.008 20 50 60 70 80
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6 15 20 25 30 35

0.5
5 x 0.8 +0.024 

+0.015
8 15 20 25 30 35

2.5 10
6 x 1.0 10 20 25 30 35 40

1.0 6 x 1.0 +0.029 
+0.018 12 20 25 30 35 40 45
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+0.012
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6 15 20 25 30 35

0.5
5 x 0.8 +0.024 

+0.015
8 15 20 25 30 35

2.5 10
6 x 1.0 10 20 25 30 35 40

1.0 6 x 1.0 +0.029 
+0.018 12 20 25 30 35 40 45

M x P ℓ
Part Number

L
Type D

5 x 0.8 9

MTT

8 30 40
6 x 1.0 10 10 40 50

12 40 50
8 x 1.25 14 13 50 60
10 x 1.5 16 16 60 70

Material: W1-9 Tool Steel
Hardness: 45–50 HRC min.
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One End Tapped
Type D Tol. Material Hardness

MST p6
52100 Bearing Steel

45–50 HRC min.MSTM
m6

MSTMS 440C Stainless Steel

!  ��When D=5 or 6 and L=10, the pilot hole for tapping may go through.  !  �*ℓ=6 only when D=6 and L=10  !  �ℓ1 / ℓ2 dimension may become larger than the value shown in the catalog due to polishing process.

ℓ2

MxP
15°

L

ℓ

D

Air Vent
0.8

G

ℓ1

MST MSTM MSTMS

MxP
15°

L
ℓ

D
p6

0.8
G

ℓ2 ℓ1

Air Vent

m
6

L

D

MxP
15°

ℓ
ℓ1

0.8
G

ℓ2

Air Vent

(Identification Groove) (Identification Mark)

D

0.8
GMxP

R=D

L
ℓ

1
50

0+
0.

02

±0.050.15

±0.050.15

MST
MSTM
MSTMS

One End Tapped (Hollow)

Type Material Hardness

THS 52100 Bearing Steel 45–50  
HRC min.THSS 440C Stainless Steel
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Air Vent Depth

All air vents are identical in depth


