Shaft Gollars —'b' shape, Clamp-

The collars are usually used with shafts in rotary or linear applications. The "D" Shape Shaft Collar has a machined flat surface with two threaded
@ mounting holes that can be used in a variety of applications. An example is mounting a proximity flag. Available in 1045 steel and 304 Stainless.

M Clamp . Surface Included Hardware
LEGIEL Treatment & Material Type
Steel
Black Oxide - U-SDS
1045 Steel — S.H.C.S. (1 Piece)
Nickel Plating Stainless Steel U-PSDS
304 Stainless Steel SHC.S. (1 Piece) U-SSCDS

(® Material Characteristics B= P.628, 629

Shaft Gollars —'b' shape, Spiit-

Available in 1045 steel and 304 Stainless.

The collars are usually used with shafts in rotary or linear applications.The split version allows quick assembly. The "D" Shape Shaft Collar has a
@ machined flat surface with two threaded mounting holes that can be used in a variety of applications. An example is mounting a proximity flag.

u Split q Surface Included Hardware
patenal Treatment & Material Type
) Steel
- Black Oxide | 51465 (2 Pieces) U-SDN
> 1045 Steel
- Electroless U-PSDN
‘ Nickel Plating Stainless Steel
\{ l$ I 304 Stainless Steel SHCS. (2 Pieces) U-SSCDN
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General Tolerance 3
Unless otherwise specified use the table below.
D I ‘
5.001 16.000 002 Bl2— BL* Cx45° -4 Plc's
Trves s o T (O Surface Roughness:
Unless otherwise specified %/
Part No. $ Unit Price (aty. 1-9)
R Callout Nominal Actual U-SDS U-PSDS U-SSCDS
0.25 1/4 0.2500 10.50 10.60 10.90
0.38 3/8 0.3750 10.60 10.70 11.00
U-SDS 0.50 1/2 05000 11.20 11.30 11.70
U-PSDS 0.63 5/8 0.6250 12.20 12.30 12.70
U-SSCDS 0.75 3/4 0.7500 12.80 12.90 13.40
1.00 1" 1.0000 14.70 14.80 15.30
1.25 1-1/4 1.2500 16.50 16.60 17.20
1.50 1-1/2 1.5000 28.80 29.10 30.10
Order Example
[ Tyee |[0]
U-SDS 0.50
Technical Information
T (Thread) U (Thread)
D D1 = = B P w C YA X h = — Y CB d H
Size |Major Dia. Size |Major Dia.
0.25 | 0.688 | #2-56 | 0.086 | 0.313 | 0.188 | 0.04 | 0.020 | 0.156 | 0.234 | 019 | #4-40| 0.112 | 0.100 | 0.219 | 0.125 | 0.281
0.38 | 0.875 | #2-56 | 0.086 | 0.375 | 0.281 | 0.06 | 0.020 | 0.200 | 0.313 | 0.25 | #6-32 | 0.138 | 0.141 | 0.281 | 0.154 | 0.348
0.50 | 1.125 | #4-40 | 0.112 | 0.438 | 0.375 | 0.06 | 0.020 | 0.285 | 0.406 | 0.25 | #8-32| 0.164 | 0.141 | 0.312 | 0.180 | 0.473
0.63 | 1.313 | #6-32 | 0.138 | 0.438 | 0.406 | 0.06 | 0.020 | 0.348 | 0.484 | 0.25 |#10-32 | 0.190 | 0.203 | 0.375 | 0.206 | 0.567
0.75 | 1.500 | #8-32 | 0.164 | 0.500 | 0.469 | 0.06 | 0.020 | 0.400 | 0.563 | 0.25 |#10-32| 0.190 | 0.203 | 0.375 | 0.206 | 0.625
1.00 | 1.750 | #8-32 | 0.164 | 0.500 | 0.500 | 0.08 | 0.030 | 0.525 | 0.678 | 0.25 | 1/4-28 | 0.250 | 0.281 | 0.438 | 0.265 | 0.750
1.25 | 2.063 | #8-32 | 0.164 | 0.500 | 0.500 | 0.08 | 0.030 | 0.660 | 0.828 | 0.25 | 1/4-28 | 0.250 | 0.313 | 0.438 | 0.265 | 0.942
1.50 | 2.375 | #8-32 | 0.164 | 0.563 | 0.563 | 0.08 | 0.030 | 0.785 | 0.968 | 0.25 | 1/4-28 | 0.250 | 0.344 | 0.438 | 0.265 | 1.098
Jos, (A1 BX
m 10 Ship ay Example
M Quantity Discount Rate
$ Price Quantity 1-9 | 10~29 | 30-49 | 50~
Rate — [ 2% [ 3% | 5%

(@ For larger quantity orders "Days to Ship* may differ from published catalog term. BS"P.29
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et oo T T Surface Roughness:
oo 405 “ Unless otherwise specified %Y/ D1 \Cx45° -4 Plc's
Part No. $ Unit Price (aty. 1-9)
U3 Callout Nominal Actual U-SDN U-PSDN U-SSCDN
0.25 1/4 0.2500 10.50 10.70 10.90
0.38 3/8 0.3750 10.60 10.80 10.90 Locating
U-SDN 0.50 12 0.5000 11.20 11.40 11.60 Components
U-PSDN 0.63 5/8 0.6250 12.20 12.40 12.60
U-SSCDN 0.75 3/4 0.7500 12.80 13.00 13.30
1.00 1" 1.0000 14.70 15.00 15.20
1.25 1-1/4 1.2500 16.50 16.80 17.10
1.50 1-1/2 1.5000 28.80 29.30 29.80
Order Example
General
_m Components
[ Tyee |[ 0]
U-SDN 0.50
&) Technical Information
T (Thread U (Thread
D D1 = ( ,) : B P w (H X h = ( ,) . Y CB d H
Size |Major Dia. Size |Major Dia. Welded Stands
0.25 | 0.688 | #2-56 | 0.086 | 0.313 | 0.188 | 0.04 | 0.020 | 0.234 | 0.19 #4-40 | 0.112 | 0100 | 0.219 | 0.125 | 0.281 —
0.38 | 0.875 | #2-56 | 0.086 | 0.375 | 0.281 0.06 | 0.020 | 0.313 | 0.25 #6-32 | 0.138 | 0.141 | 0.281 | 0.154 | 0.348 c;fa;rs
0.50 | 1.125 | #4-40 | 0112 | 0438 | 0.375 | 0.06 | 0.020 | 0.406 | 0.25 #8-32 | 0.164 | 0141 | 0.312 | 0.180 | 0.473
0.63 | 1.313 | #6-32 | 0.138 | 0438 | 0.406 | 0.06 | 0.020 | 0.484 | 0.25 | #10-32 | 0.190 | 0.203 | 0.375 | 0.206 | 0.567 .
0.75 | 1.500 | #8-32 | 0.164 | 0.500 | 0.469 | 0.06 | 0.020 | 0.563 | 0.25 | #10-32 | 0.190 | 0.203 | 0.375 | 0.206 | 0.625 et
1.00 | 1.750 | #8-32 | 0.164 | 0.500 | 0.500 | 0.08 | 0.030 | 0.678 | 0.25 | 1/4-28 | 0.250 | 0.281 | 0.438 | 0.265 | 0.750
1.25 | 2.063 | #8-32 | 0.164 | 0.500 | 0.500 | 0.08 | 0.030 | 0.828 | 0.25 | 1/4-28 | 0.250 | 0.313 | 0.438 | 0.265 | 0.942 Urethanes
1.50 | 2375 | #8-32 | 0.164 | 0.563 | 0.563 | 0.08 | 0.030 | 0.968 | 0.25 | 1/4-28 | 0.250 | 0.344 | 0.438 | 0.265 | 1.098 Rubbers
o, G BX
m 1o Ship ay Example
M Quantity Discount Rate
$ Price Quantity 1-9 | 10-29 | 30-49 | 50~
Rate — [ 2% [ 3% | 5% Technical
(@) For larger quantity orders "Days to Ship' may differ from published catalog term. B P.29 Data
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Information
Index

150




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Japan Color 2001 Coated)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads true
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 0
      /MarksWeight 0.283460
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /JapaneseWithCircle
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


