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Included Hardware: Hexagon Nut
    Material Characteristics         P.534, 629

Stopper Bolts with Bumpers
The Stopper Bolts with Bumpers can be used as overtravel safety bumpers with linear motion and many other applications.
Available in urethane (durometer 90). All Bolts come with locking nuts.

Bolts Stoppers
Material Strength Class Surface Treatment Material Hardness

Type

Alloy Steel
304 Stainless Steel

SAE Grade 8
-

Bright Chromate
-

Urethane
Urethane

Shore A90
Shore A90

U-UST
U-SUST

Bolts Stoppers
Material Strength Class Surface Treatment Material Hardness

Type

Alloy Steel
304 Stainless Steel

SAE Grade 8
-

Bright Chromate
-

Urethane
Urethane

Shore A90
Shore A90

U-USS
U-USUS

Surface Roughness: Unless otherwise specified 250 Surface Roughness: Unless otherwise specified 250

Included Hardware: Hexagon Nut
    Material Characteristics         P.534, 629

T D B ( C ) H h t ( A )

8
10

0.25
0.31
0.38
0.50

0.197
0.236
0.315
0.394
0.394
0.591

0.250
0.312
0.438
0.500
0.562
0.750

0.29
0.36
0.51
0.58
0.65
0.87

0.162
0.168
0.235
0.282
0.313
0.391

0.059
0.059
0.079
0.079
0.079
0.079

0.059
0.059
0.079
0.079
0.079
0.079

0.103
0.109
0.156
0.203
0.234
0.313

 1/2
0.50

 5/8
0.63
0.63

 3/4
0.75
0.75
0.75

1"

1.00
1.00
1.00

1-1/4

1.25

1.25

1-1/2

1.50

1.50

1-3/4

1.75
1.75

2"

2.00
2.00

0.197
0.197
0.197
0.236
0.236
0.256

0.063
0.063
0.102
0.201
0.201
0.315

0.122
0.122
0.189
0.256
0.256
0.394

0.083
0.083
0.118
0.217
0.217
0.339

0.118
0.118
0.118
0.158
0.158
0.177

0.250
0.312
0.438
0.500
0.562
0.750

0.078
0.094
0.125
0.156
0.188
0.250

0.29
0.36
0.43
0.58
0.65
0.87

Price
Quantity Discount Rate

Quantity
Rate

1~19
—

50~99
3%

20~49
2%

100~
5%

1 Day

Day

Shoulder Straight

d E d1 t B B1 ( C )1

Part No.

Type
Callout Size Major Dia.

T (Thread)

U-UST
U-SUST

8
10

0.25
0.31
0.38
0.50

  #8-32
#10-32
 1/4-20
5/16-18
 3/8-16
 1/2-13

0.164
0.190
0.250
0.313
0.375
0.500

0.164
0.190
0.250
0.313
0.375
0.500

U-UST U-SUST

 5/8
0.63

 3/4
0.75
0.75

1"
1.00
1.00
1.00
1.00

1-1/4

1.25
1.25

1.25

1-1/2

1.50
1.50

1.50

1-3/4

1.75

2"

2.00

2.00

2-1/4

2.25

3"

3.00

5/8
4.50

3/4
4.50
5.10

1"
4.50
5.10
5.10
5.10

1-1/4

5.10
5.10

5.60

1-1/2

5.10
5.10

6.30

1-3/4

5.60

2"

5.10

6.30

2-1/4

5.60

3"

6.30

L
Selection

L Selection

Please refer to the table below for technical information.

U-UST

Order Example

L

L 0.75

Part  No.

Type T

The part number consists only of the fields with blue characters.

Technical Information

T

8
10

0.25
0.31
0.38
0.50

Technical Information

8

Part No.

Type
Callout Size Major Dia.

T (Thread)

U-USS
U-USUS

8
10

0.25
0.31
0.38
0.50

  #8-32
#10-32
 1/4-20
5/16-18
 3/8-16
 1/2-13

L
Selection

Please refer to the table below for technical information.

U-USS

Order Example

L

L 1.25

Part  No.

Type T

The part number consists only of the fields with blue characters.

0.25

P.374
Related
Components

(Urethane)

(Urethane)

General Tolerance

From To Tolerance
Unless otherwise specified use the table below.

0.000
5.001

16.001

5.000
16.000
60.000

+_0.01
+_0.02
+_0.05

Thread or hole location tolerance: +_0.005" non-cumulative.

General Tolerance

From To Tolerance
Unless otherwise specified use the table below.

0.000
5.001

16.001

5.000
16.000
60.000

+_0.01
+_0.02
+_0.05

Thread or hole location tolerance: +_0.005" non-cumulative.

Linear 
Motion

Rotary 
Motion

Locating 
Components

General 
Components

Contents

How to Use 
the Catalog

Technical 
Data

Index

Business 
Information

Linear 
Shafts

Bushings

Shaft Supports
Shaft Collars

Linear 
Guides

Rotary 
Shafts

Bearings w/ 
Housings

Pulleys
Belts
Couplings

Locating 
Pins &
Bushings

Locating 
Components

Pivot Pins
Floating Joints

Posts
Device Stands
Strut Clamps

Angle Plates
Gussets
Welded Stands

Washers
Collars

Manifolds

Urethanes
Rubbers

Plates

Misc.

For larger quantity orders "Days to Ship"  may differ from published catalog term. P.29

Days
to Ship

Price
Quantity Discount Rate

Quantity
Rate

1~19
—

50~99
3%

20~49
2%

100~
5%

1 Day

For larger quantity orders "Days to Ship"  may differ from published catalog term. P.29

Days
to Ship

Threaded Stopper Blocks

B

(C) D

L +_ 0.01H

(A)

(0.125max)
h

Bumper

t T

L +_ 0.01

(C)

B

1B

E d1

t
d

0.020

T

1R

Bumper

U–USS

TEL.1-847-843-9105     FAX.1-847-843-9107 TOLL FREE TEL.1-800-681-7475      TOLL FREE FAX.1-800-681-7402

Express Options
P.30 www.misumiusa.com  E-mail: inquire@misumiusa.com

Part No.

Type
Callout

T (Thread)
5/8
5.70

3/4
5.70
6.00

1"
5.70
6.00
6.30
6.30

1-1/4

6.00
6.30

6.80

1-1/2

6.30
6.30

7.50

1-3/4

6.80

2"

6.30

7.50

2-1/4

6.80

3"

7.50

L Selection
Part No.

Type
Callout

T (Thread)

8
10

0.25
0.31
0.38
0.50

8
10

0.25
0.31
0.38
0.50

U-USS U-USUS

1/2
5.30

5/8
5.30
5.30

3/4
5.30
5.30
5.70

1"

5.30
5.70
6.00

1-1/4

5.70

6.50

1-1/2

6.00

7.20

1-3/4

6.00
6.50

2"

6.50
7.20

L Selection
Part No.

Type
Callout

T (Thread)

8
10

0.25
0.31
0.38
0.50

1/2
6.30

5/8
6.30
6.30

3/4
6.30
6.30
6.80

1"

6.30
6.80
6.90

1-1/4

6.80

7.50

1-1/2

6.90

8.10

1-3/4

6.90
7.50

2"

7.50
8.10

L Selection
Part No.

Type
Callout

T (Thread)

8
10

0.25
0.31
0.38
0.50


