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Sensor Rails
P.587

Sensor Rails
-Configurable Hole Position-
P.589

Bar Nuts Slit Cams for Photo Sensors

    Material Characteristics
           P.629

TypeMaterial

C.R.S.  Low Carbon Steel

304 Stainless Steel

Bright Chromate

–

Surface Treatment

SQN

SQNS

In the manufacturing process,
the tap is deformed a little. 
(No problem for mounting.)

Order Example

A

36

P

25.4

SQNS

SQN

Part No.

All dimensions shown are in mm.

Type T
A

(mm)
P Selection

(mm)
B

(mm)
W

(mm)
$ Unit Price

Qty. 1~4 5~19 20~49 50~

3
(M3)

4
(M4)

5
(M5)

3
(M3)

6
(0.236 in.)

8 
(0.315 in.)

14
(0.551 in.)

22
(0.866 in.)

16
(0.629 in.)

20
(0.787 in.)

25
(0.984 in.)

33
(1.299 in.)

25
(0.984 in.)

30
(1.181 in.)

32
(1.260 in.)

50
(1.969 in.)

6
(0.236 in.)

8
(0.315 in.)

14
(0.551 in.)

22
(0.866 in.)

5.4
(0.213 in.)

5.4
(0.213 in.)

5.4
(0.213 in.)

5.4
(0.213 in.)

6.8
(0.268 in.)

6.8
(0.268 in.)

6.8
(0.268 in.)

6.8
(0.268 in.)

7.8
(0.307 in.)

7.8
(0.307 in.)

7.8
(0.307 in.)

7.8
(0.307 in.)

5.4
(0.213 in.)

5.4
(0.213 in.)

5.4
(0.213 in.)

5.4
(0.213 in.)

2.3
(0.091 in.)

2.3
 (0.091 in.)

2.3
(0.091 in.)

2.3
(0.091 in.)

3.2
(0.126 in.)

3.2
(0.126 in.)

3.2
(0.126 in.)

3.2
(0.126 in.)

3.2
(0.126 in.)

3.2
(0.126 in.)

3.2
(0.126 in.)

3.2
(0.126 in.)

2.0
(0.079 in.)

2.0
(0.079 in.)

2.0
(0.079 in.)

2.0
(0.079 in.)

6.5
(0.256 in.)

9
 (0.354 in.)

16
(0.630 in.)

24
(0.945 in.)

16.5 
(0.650 in.)

22
(0.866 in.)

25.4
(1.000 in.)

40
(1.575 in.)

28
 (1.102 in.)

30.2
(1.189 in.)

40
(1.575 in.)

54
(2.126 in.)

6.5
(0.256 in.)

9
(0.354 in.)

16
(0.630 in.)

24
(0.945 in.)

7
(0.276 in.)

10
(0.394 in.)

18
(0.709 in.)

24.5
(0.965 in.)

18
(0.709 in.)

23
(0.906 in.)

42
(1.654 in.)

42
(1.654 in.)

60
(2.362 in.)

7
(0.276 in.)

10
(0.394 in.)

18
(0.709 in.)

24.5
(0.965 in.)

20
(0.787 in.)

20
(0.787 in.)

12 
(0.472 in.)

19
(0.748 in.)

12
(0.472 in.)

19
(0.748 in.)

U-HPSC

1/4

0.25

3/8

0.38

0.38

1/2

0.50

Part No. P
Selection (Callout)Type

2.00

2.50

Callout

2"

2-1/2

Nominal

2.000

2.500

Actual
D $ Unit Price

Qty. 1~9

28.90

35.80

10~

26.00

32.20

Surface Roughness:
Unless otherwise specified 250

U-HPSC

Please refer to the table below for technical information.

P Diameter
Nominal

U-HPSC

P

P 0.38

Order Example

Callout
0.25

0.38

0.50

1/4

3/8

1/2

0.2500

0.3750

0.5000

Actual

Technical Information

P
A

B

W

0.5(mm)x45˚- 4Plc's
2– T

    Material Characteristics         P.629

Material
5052

Aluminum Black Anodizing

Surface Treatment

S.H.C.S.

Included Hardware Type

U-HPSC

20
(0.787 in.)

25
(0.984 in.)

32
(1.260 in.)

28
(1.102 in.)

32
(1.260 in.)

36
(1.417 in.)

52
(2.047 in.)

40
(1.575 in.)

42
(1.654 in.)

52
(2.047 in.)

72
(2.835 in.)

15
(0.591 in.)

20
(0.787 in.)

25
(0.984 in.)

32
(1.260 in.)

15
(0.591 in.)

The part number consists only of the fields with blue characters.

SQN 4

Part  No.

Type T

SQN 4 28 PC13

Optional
Modification

8

$Price AdderDetailOrdering CodeOptional Modification

PC 4.00
M
3
4
5

PC (mm)
5<_PC<_A-6
7<_PC<_A–8

10<_PC<_A–10

PC

Express Manufacturing Options not available.

Pitch Dimension Modification Changes the hole pitch.
PC=1mm Increments.
Please use "PC" instead of "P". 
Please refer to order example.

Example    PC13

Days

(Ordering Code)APart No.

Type T

When using Optional Modification, add the "Price Adder" to the standard "Unit Price".

63

W
m

B

t
A

D

P

R

X

S

W
Y

+0.0020
+0.0005

d (Counterbore  d1)

T

The part number consists only of the fields with blue characters.

Part  No.

Type D

2.00

Related
Components

1.35

1.35

1.35

1.50

1.50

1.50

1.50

1.80

1.80

1.80

1.80

1.95

3.30

3.30

3.30

4.00

0.90

0.90

0.90

1.05

1.05

1.05

1.05

1.35

1.35

1.35

1.35

1.50

3.10

3.10

3.10

3.80

0.75

0.75

0.75

0.88

0.88

0.88

0.88

1.13

1.13

1.13

1.13

1.25

3.00

3.00

3.00

3.60

0.59

0.59

0.59

0.69

0.69

0.69

0.69

0.89

0.89

0.89

0.89

0.99

2.80

2.80

2.80

3.40

D A t B S R
Size Major Dia.

d d1 m X Y W

2.00

2.50

T (Thread)

0.375

0.438

0.078

0.094

0.875

1.125

0.078

0.094

0.500

0.625

#6-32

#8-32

0.138

0.164

0.154

0.180

0.281

0.313

0.156

0.188

0.313

0.406

0.141

0.141

0.06

0.06

General Tolerance

From To Tolerance
Unless otherwise specified use the table below.

0.000
5.001

16.001

5.000
16.000
60.000

+_0.01
+_0.02
+_0.05

Thread or hole location tolerance: +_0.005" non-cumulative.

3 Days

General Tolerance

From To Tolerance
Unless otherwise specified use the table below.

0.000
5.001

16.001

5.000
16.000
60.000

+_0.01
+_0.02
+_0.05

Thread or hole location tolerance: +_0.005" non-cumulative.

6 Days

Standard

P.30

Express

4 AExpress 
SpecifyDays $ 8.00/piece

A flat charge of $21.60 for 3 or more identical pieces.

Days
to Ship

Non-Returnable P.30

For larger quantity orders "Days to Ship"  may differ from published catalog term. P.29

For larger quantity orders "Days to Ship"  may differ from published catalog term. P.29

Non-Returnable P.30

Days
to Ship

The Slit Cams for Photo Sensors are made of 5052 aluminum and used with microswitches to track speed, number of progressions,
orientation or help with homing sequence. See application example for this product.

Available in C.R.S. and 304 stainless steel. The Bar Nuts fit the sensor rails from previous page. The hole progression is designed to work 
with most standard metric switches. For different mounting progression use standard metric nuts that will fit the rail slot.
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Coupling
Photo Sensor

U-HPSC

Stepping Motor Example

U–HPSC

Hex Nut
(Metric)

M3
M4
M5

3
4
5

Rail Type T
U-SENAK    U-SENA
U-SENBK    U-SENB
U-SENCK    U-SENC

SQN

SQN, SQNS

SQN, SQNS

Rail

Nut Size Bar Nuts

Applicable Rails and Nuts

SQN

Non-Returnable P.30

TEL.1-847-843-9105     FAX.1-847-843-9107 TOLL FREE TEL.1-800-681-7475      TOLL FREE FAX.1-800-681-7402

Express Options
P.30 www.misumiusa.com  E-mail: inquire@misumiusa.com
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