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[For Pricing and Days to Ship,Please Configure Online,)

Micro Spring Pins / Stroke Pins

[l Feature: Suited for soldering or bonding electronic parts on a circuit board.

Il Micro Spring mm T (DPin End (@Pin (3)Spring (@)Sleeve (B)Collar
Pins YP€  [MMaterial |[Material] GJHardness | [3Surface Treatment| [[JMaterial | [DMaterial | E3Surface Treatment| [Material
JJPPN | Polyacetal SK HealTr‘(leg;eUdg;rﬂdness Eleclr?ql;izlbl'\)c‘:gg;\aﬁng SOASS::(LHIIESS SK E\eclrxl‘iz{d;c‘zggg\almg BS (Brass)
<Load>
W5 Stroke S M min. max.
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(Stroke 0) (Stroke max)
(®Stroke should not exceed S dimension, otherwise the spring may be damaged.
(®Tighten the nut with forces under 23.43N for M2, 98.07N for M3~5.
Part Number Stroke Load (N) .
Type M D S H m B L1 T L t (d) d1 (L2) =T i Unit Price
2 FneThread] 1.5 8 2.5 2 3.5 14 0.5 9 0.8 1.7 1 4.2 0.20 0.883
3 CoseTead)] 2.5 3.5 225 | 1.72 0.39
JUPPN sl 35| 11 [ 45 ] 25 | 6 | 19 | 1 | 15 | 1 [ 3 [245] 7 [ 076 | 3432
5 Coase Thead)| 4.5 B15) 4 3.45 1.25
Example j ppN4 - 35 to Ship
[ [PartNumber|-[D |- (NT)
Alteratinns - I%l - NT1 |ex! Example
Nuts Included ﬂ ﬂ: cﬂ:
; Hi i
Alteration mﬁj: S @ %
4 16
Code NT
S One nut is included with NT1, 2 nuts with NT2.
DEC NT1 (®Applicable to M2 only | " |
lFeature: Plunger with built-in bushing. The tip can be ordered separately.
WStroke Pins RS 10| lStroke Pins MEnd Tip
(DPin End . . i (®0il Free Tip | CoreRod
Type | Tip \COre Rod (@Pin | (3Spring @Shlm‘ (®Body Bliehing (@Nut Type MMaterial
[ [MMaterial [ [Material | [Material | [{JMaterial | [Matera|[E3Surtace Treatmen{ [JMaterial | (Meterial EJSurace Teatment  SPPHA [ Polyacetal |
% SPPL | Polyacetal 304;?:3\955 GOASStL:LrIIIess 304 sStts;rlwless 30488:2161‘1\935 mgtg\mm M‘;vlwecfe\'ﬁ:glx ;\emng PTFE ‘wezewéqnua‘&na‘uenﬂ [}Tglr\éall?;t;
g lStroke Pins HPin Tip
§ spPL @ @ ® o ® ©0 SPPHA
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(®The rear nut is swaged, it cannot be removed. (®Can be used as a replacement stroke pin.
lStroke Pins
Part Number Stroke Load (N) | Unit Price |VolumeDiscoutRate
Type > = lnk = [k - t Gi g2 min. | max. | 1~9 pc(s). |10~49 pcs
yP (Coarse) n. X. | 1~9pts). | 10-49 pes.
6 5 10 8 7 14 27.5 20 (1.2 2.5 2 2.0 5.9
SPPL 8 6 9 8 285 | 265 | (1.6 3 2.5 3.8 8.0
10 8 15 12 10 15 39.5 | 315 | (1.8) 4 8] 4.7 12.6
.En d Tip <L°kgf=hg[].101 972 (®For orders larger than indicated quantity, please request a quotation.
Part Number | Applicable ) w | MxPitch Unit Price | pistoun gate min. max. Example LT —T— 1
Type D | Stroke Pin (Coarse) | 1-9pcls). | 10~49pcs. L
5 SPPL6-5 5 4 M2.5x0.45 1
SPPHA 6 SPPL8-6 5 M3x0.5
8 SPPL10-8 6 7 M4x0.7
(®For orders larger than indicated quantity, please request a quotation.
Ordering - El M _|Allowable Tightening Torque (N-m)
Example SPPL6 - 5 3 35
SPPHA5 -
8 9 !
10 20 (Stroke 0)

)
to Ship

(®)Do not exceed the torque values

shown above when tightening.

<Example of Temporary Holding for Dust Removal Process>

Spring Plungers / Long Sleeve Plungers

Tapped Tip

lFeature: Stop Pins (P1455) or Urethane Pushers (P -1445) can be mounted on the tip.

W Spring Plungers mm = I Body Pin | Spring | Operati
- Tapped Tip - ype [MMaterial| E]Hardness | Surface Treatment| [ Material | [[Hardness| ESurface Treatment |[JMaterial Temperature
Light Load | PJLTP 1045 carbon ) 1045 Carbon| 57~63HRC | Electroless Nickel Plating . } .
(@ Heavy Load | PJHTP Steel 29~35HRC Black Oxide Steel (Carburized) Black Oxide SWP-B 30~80°C
st° L{s
B
L2 L1
M1
- _
BN
m/
W
Part Number Stroke M1 Light Load Heavy Load
M d L L1 L2 w T B Load (N) Load (N) Unit Price
Type S| (Coarse) = =
(Coarse) min. max. min. max.
15 51 35 2.9 19.6 4.9 49.0
2 501 5% [78 [ 35 | M | 6 4 4 4 35 | 196 | 69 | 49.0
15 60 35 3.9 39.2 12.7 78.5
PJLTP 16 20 8 85 35 M4 8 7 5] 5 49 39.2 9.8 78.5
PJHTP 30 125 35 2.9 39.2 6.9 78.5
15 60 45 12.7 78.5 24.5 1471
20 20 10 72 45 M5 10 8 6 6 11.7 78.5 22.6 1471
30 96 45 11.7 78.5 22.6 1471
kgf=Nx0.101972
Bample  PJLTP - 20 to Ship
PJHTP - 15

lFeature: As a long pin-guide is used, the structure of this plunger is strong enough to bear the diagonal load.

HLong Sleeve PIungersmm 7 Pin Main Body Bushing Spring
ype [MMaterial | [[JHardness | EJSurface Treatment | [Material | JSurface Treatment | [Material | [Material
1045 - 1045 ) High-Tensie Brass Aloy | 304 Stainl

GLPN [ e | HRC50~55 | Black Oxide | 0 | Black Oxide |t FRR IR | o BE™s

LT

C Bushing ‘ ‘

R\ =

I ‘
l [
s L |
Part Number Stroke Load (N) Unit Price
Type S R D L H T £ c d1 P.C.D min. | max. | 1~10pc(s).
5 32 18 29
6 10 4 14 38 30 5 : 45 22 ) 29
5 38 ’ 22 30
8 10 5 16 ) 32 ] 24 11 0
10 10 6 | 20 B | 4 3 |26 | 4
15 52 15 47
GLPN 15 59 8 15 5.5 57 13
12 8 22 42 32
20 58 20 48
16 15 10 | 28 81 5 w0 |2 7
25 70 22 73
10 10 2 6.5

20 20 12 | 32 10 1 &5 4 |- B | 8
30 80 30 86

¢ Ordering ‘Pal‘l Number| - | S ‘
Example GLPNS - 10
GLPN16 - 25

s
to Ship

Phone 1-800-681-7475
(1-847-843-9105)

ex

(Configure Online

(®For orders larger than indicated quantity, please request a quotation.

Example '7 777777777777777 7| 1

2

Long Sleeve Plungers

@ MiSUMi
http://us.misumi-ec.com/

Fax 1-800-681-7402

(1-847-843-9107)
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