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Both Ends Tapped with Wrench Flats Both Ends Tapped with Wrench Flats, continued
) Thread Diameter Configurable / Thread Diameter Configurable, Wrench Flats
3 Circular Posts — Type ; a
i . . g -
2 Both Ends Tapped with Wrench Fiats L Dimension - Dlme“SIO;h?::: Dlil;am?l'hread Dia. Configurable, L Stacelainert Part Number L 1mm Iﬁgremem M/N w [ s
2 - 5 Selectable Standard Wrench Flats ig ’ Wren'ch Flats v Type D 0.5 mm Increment Wrench Flats Only (Coarse) 1 5
g | — NETRF NETRS NETF NETS — 5 15-100 0-92 26 3 4 ;
=1 = ‘ ETKR ETKRF ETKRS ETKF ETKS 1018 Carbon Steel Black Oxide Thread Dia. Configurable wreadhfgrgonfigurable, 6 15-100 0-92 5 g-
o PETR PETRF PETRS PETF PETS or Equivalent Electroless Nicke Plating renchFia P 15-200 0192 PR 7 8 s
2 - BETRF BETRS — BETS Trivalent Chromate (Black) 1018 Carbon Steel 1018 Carbon Steel — — S
3 . A - . o
2 SETR SETRF SETRS SETF SETS 304 Stainless Steel — :I'EET“F‘“‘”"*"‘ Ners 10 20-400 0-392 4.5 6 8 =
> — AETRF AETRS AETTF AETTS 2017-T4 Aluminum Alloy Clear Anodize ETKE ETKS 12 25-500 0-490 5 6 8 1w &
— — 13
§ L Dimension Selectable L Dimension Configurable  Thread Dia. Configurable . /.o /1 ¢ PETF PETS 15 30-600 0-590 6 8 10 10 %
2 " " W " - RG2S BETS 20 40-600 0-590 6 8 10 12 17 g
6.3, =~ 6.3, 6.3,
N 7 ‘ \ 7 7 304 Stainless Steel 304 Stainless Steel % 50-700 0-690 6 8 10 12 16 2
! i N == , i E P \ SETF SETS 30 60-800 0-785 6 8 10 12 16 20 27 15
S | e B R A NG 7 I e L T *2 - —
o Mx2 Mx2 Mx2 Nx2 .0 2017-T4 Aluminum Alloy  2017-T4 Aluminum Alloy 3% 75-900 0-885 8 10 12 16 20 24 %0 15
m Mx2 Mx2 D34 . D-01 AETTF AETTS *240 75-1000 0-980 10 12 16 20 24 36 20
e @ - L < L < x50 75-1000 0-980 12 16 20 24| &1 | 2
L Dimension Configurable, Thread Dia. Configurable, O *1 D=5 is not available for 2017-T4 Aluminum Alloy material. @ L=Mx2+Nx2 © When SC<Mx3, W-M=2 is needed. When L-SC<Nx3, W-N=2 is needed.
Wrench Flats Wrench Flats @ *2D=35 s applicable only toN____,E____,P____
O Trivalent Chromate (Black) may not always be fully deposited on M M M N w
internal tapped threads. 63 63
*D tolerance of trivalent chromate (black) is +0.05. e et e Am\ Part Number | PartNumber |- -] s¢c |- E - E L dim. tolerance is normally.  However when L<200,all simultaneously produced pieces in a lot will
OL=Mx2+Nx2 e ’ (Hem— = ’ HE— \% Example 1.8-300 +0.2 have L dim. tolerance of +0.02 or better.
(0] Tapping may cause slight swelling of D dimension. /| ETKR10 - 150 1300.5-600 +0.3 (0] Except L Dimension Selectable
O Anti-rust Oil is applied on 1018 Carbon Steel or Equivalent products. Mx2 Mx2 Mx2 N, D3 ETKRF10 - 150 L600.5-1000 +0.4
O sceLt, se | sc | e ETKF20 - 400 - M8 - N10
O The area around the wrench flats may become glossy due to polishing. > L @3 L SETS25 - 500 - SC100 - M10 - N12
L Dimension Selectable
| Part Number | Parthumber |- L |-[ sc |-[m|-[ |- wkerny Application
Part Number L M s w . 4 Alterations ETKRF10 - 150 - LKC /) Example
Type D (Coarse) ! ETKF20 - 400 - M8 - N10 - LKC
6 |16 20 25 S0 55 40 45 6D 5 @G SETS25 - 500 - SC100 - M10 - N12 - HL300 =
‘E‘}‘Icha""’" Steel or Equivalent 8 20 25 30 35 40 45 50 60 70 80 90 100 110 120 130 140 150 4 6 | 7 | 8 U
PETR 10 20 25 30 35 40 45 50 60 70 80 90 100 110 120 130 140 150 200 5 6 8
12 25 30 35 40 45 50 60 70 80 90 100 110 120 130 140 150 200 6 75 10
304 Stainless Steel ﬂ
SETR 15 35 40 45 50 60 70 80 90 100 110 120 130 140 150 200 8 10 13 10 M
20 40 45 50 60 70 80 90 100 110 120 130 140 150 200 10 15 17 ’ /
L Dimension Configurable / L Dimension Configurable with Wrench Flats @ Applicable to L Dimension Configurable only.
Part Number L SC M Alterations Code Spec. Alterations Code Spec.
Type D 0.5 mm Increment “}r':'::':r;?;;mg:: (Coarse) w & L Dimension tolerances are as follows: Full Length When ordering multiple, each L dimension variation
y L Dimension Tolerance Ordering Code: LKC (L Dimension) Precision will be within +0.02mm
*h 8-100 0-92 2.6 4 — e Ordering Code: LVC
L Dimension Confi L Dimension Configurable, e i
; o-100 052 3 : : = e | ot Lt an s 10 e
1018 Carbon Steel 1018 Carbon Steel 8 10-200 0-192 4 7 WW ® Not available for L Dimension Selectable Type.
or Equivalent or Equivalent 10 15-400 0-392 5 8 -
NETRF NETRS
ETKRF ETKRS 12 25-500 0-390 g 10 HL=1mm Increment Change the effective length of the tapped thread
PETRF PETRS 15 25-600 0-490 8 13 o @ d/2+5<HLsL-(2/d+5) fEfoectiv?1 LTehngtr:j Z":'O'_‘ ‘02" 2” “&S 63/ -
i of Tapped Threa rdering Code:
BETRF BETRS 20 30-600 0-590 10 17 WELTGEE B b E)dAp_pnczmz to :i%sso only 2 MD (Change Mo ND, and N to ND)
rdering GCode:
304 Stainless Steel 304 Stainless Steel 25 40-700 0-590 12 22 d o %M 0 8 MD x4 +NDx4 <L
SETRF SETRS Applicable only for L Dimension,
' . 30 50-800 0-690 16 27 5 e HL ol @ Wr;rfch 3 | @ w:'gfrfch Thread Dia. Configurable type.
2017-T4 Aluminum Alloy 2017-T4 Aluminum Alloy *235 50-900 0-785 16 30 S = Width Width ® Not available for B=5
AETRF AETRS . HL 8 [25[ 2 20 [58] 5
240 60-1000 0-885 20 36 20 LA 101 3 | 25 25 69| 6
*50 75-1000 0-980 24 4 12 | 35 3 30 /92| 8
O *1 D=5 iss not available for 2017-T4 Aluminum Alloy material. O When L<Mx4, tapped hole goes through. O When L<Mx®, the pilot hole may go through. I | 46 2
© *2D=35 is applicable onlytoN____,E____,P____

2216 @ MiSUMi There’s more on the web: misumiusa.com Check out misumiusa.com for the most current pricing and lead time. 2217



