
3350 3351

Pipes / Fittings / Hoses / Valves Pi
pe

s 
/ F

itt
in

gs
 / 

Ho
se

s 
/ V

al
ve

s

There’s more on the web: misumiusa.com Check out misumiusa.com for the most current pricing and lead time.

Part Number - Threads ➀ - Threads ➁ - L

APMTF
APMMSL

-
-

T2
G1

-
-

G3
M5 - L20

Extension Fittings
L Dimension Standard / Configurable

Type
Material Surface  

Treatment
Max. Operating  

PressureL Fixed L Configurable
Male / Tapped Both Ends Threaded Both Ends Tapped Male / Tapped Both Ends Threaded Both Ends Tapped

APMTF APMMF APMFF APMTFL APMMFL APMFFL 1018 Carbon Steel or Equivalent Electroless Nickel Plating
20.6 MPaAPMTS APMMS APMFS APMTSL APMMSL APMFSL 303 Stainless Steel —

APMTY APMMY APMFY APMTYL APMMYL APMFYL Brass —

Male / Tapped
Part Number Threads ➀

Male thread No.
T (PT)
G (PF)
N (NPT)

Threads ➁
Female thread No.

T (PT)
G (PF)
N (NPT)

L
B (C) d

Type Fixed 1 mm Increment

L Fixed Type
APMTF
APMTS
APMTY

L Configurable
APMTFL
APMTSL
APMTYL

T (PT)
G (PF)
N (NPT)

1 1/8

— M5 — 15 16–30 13 14.4 4.2
T (PT)
G (PF)
N (NPT

1 1/8 15 16–30 13 14.4 4.5

2 1/4 20 21–35 17 19.6 4.5

2 1/4

— M5 — 15 16–30 17 19.6 4.2

T (PT)
G (PF)
N (NPT)

1 1/8 15 16–30 17 19.6 4.5
2 1/4 20 21–35 17 19.6 6.5
3 3/8 20 21–35 19 21.9 6.5

3 3/8
2 1/4 20 21–35 19 21.9 9
3 3/8 20 21–35 19 21.9 9
4 1/2 25 26–40 24 27.7 9

4 1/2 3 3/8 20 21–35 24 27.7 10
4 1/2 25 26–40 24 27.7 10

Both Ends Threaded
Part Number Threads ➀

Male thread No.
T (PT)
G (PF)
N (NPT)

Threads ➁
Male thread No.

T (PT)
G (PF)
N (NPT)

L B (C) ℓ1 ℓ2 d
Type Fixed 1 mm Increment

L FixedType
APMMF
APMMS
APMMY

L Configurable
APMMFL
APMMSL
APMMYL

T (PT)
G (PF)
N (NPT)

1 1/8

— M5 —

10 11–30

13 14.4 10 7.5 3
T (PT)
G (PF)
N (NPT)

1 1/8 13 14.4 10 10 4.5

2 1/4 17 19.6 10 12 4.5

2 1/4

— M5 — 17 19.6 12 7.5 3

T (PT)
G (PF)
N (NPT)

1 1/8 17 19.6 12 10 4.5
2 1/4 17 19.6 12 12 6.5
3 3/8 19 21.9 12 13 6.5

3 3/8
2 1/4 19 21.9 13 12 6.5
3 3/8 19 21.9 13 13 9
4 1/2 24 27.7 13 17 9

4 1/2 3 3/8 24 27.7 17 13 9
4 1/2 24 27.7 17 17 10

Both Ends Tapped
Part Number Threads ➀

Female thread No.
T (PT)
G (PF)
N (NPT)

Threads ➁
Female thread No.

T (PT)
G (PF)
N (NPT)

L
B (C) d

Type Fixed 1 mm Increment

L Fixed Type
APMFF
APMFS
APMFY

L Configurable
APMFFL
APMFSL
APMFYL

T (PT)
G (PF)
N (NPT)

1 1/8

— M5 — 20 21–35 13 14.4 4.2
T (PT)
G (PF)
N (NPT)

1 1/8 20 21–35 13 14.4 8.2

2 1/4 20 21–35 17 19.6 8.2

2 1/4

— M5 — 25 26–40 17 19.6 4.2

T (PT)
G (PF)
N (NPT)

1 1/8 25 26–40 17 19.6 8.2
2 1/4 25 26–40 17 19.6 10.9
3 3/8 25 26–40 19 21.9 10.9

3 3/8
2 1/4 25 26–40 19 21.9 10.9
3 3/8 30 31–45 19 21.9 14.2
4 1/2 35 36–50 24 27.7 14.2

4 1/2 3 3/8 35 36–50 24 27.7 14.2
4 1/2 35 36–50 24 27.7 17.8
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Male / Tapped Both Ends Threaded Both Ends Tapped

Thread JIS B 0203 R (PT)
JIS B 0202 G (PF):  
ISO 228-1 Compatible
ANSI/ASME  
B.1.20.1-1983 (NPT)*Normal pressure of M5 is less than 1MPa≈10kgf/cm2. 

*Male Side of M5 Type is provided with a nylon washer.

Extension Fittings – L Dimension 
Standard / Configurable

Conversion Pipe Fittings
L-Shaped / T-Shaped

Part Number - Thread Shape ➀ - Thread Shape ➁ - Thread Shape ➂

APBLM
APBTA

-
-

T1
T1

-
-

T2
M5 - M5

Type
Material Surface Treatment Max. Operating Pressure

L-Shaped T-Shaped

APBLM APBTM 1018 Carbon Steel or Equivalent Electroless Nickel Plating
20.6 MPa

APBLS APBTS 304 Stainless Steel —

APBLA APBTA 5052 Aluminum Alloy — 1 MPa

L-Shaped Type
Part Number

Thread Shape 
➀ No.

T (PT)
G (PF)
N (NPT)

Thread Shape 
➁ No.

T (PT)
G (PF)
N (NPT)

L A B E F
Type

APBLM
1018 Carbon 

Steel or 
Equivalent

APBLS
304 Stainless 

Steel

APBLA
5052 Aluminum 

Alloy

T (PT)
G (PF)
N (NPT)

1 1/8

— M5 — 25 25 (30) 25 (30) 12.5 (15) 12.5 (15)

T (PT)
G (PF)
N (NPT)

1 1/8 25 25 (30) 25 (30) 12.5 (15) 12.5 (15)

2 1/4 30 30 30 15 15

2 1/4

— M5 — 30 30 30 15 15

T (PT)
G (PF)
N (NPT)

1 1/8 30 30 30 15 15

2 1/4 35 35 (40) 35 (40) 17.5 (20) 17.5 (20)

3 3/8 40 40 40 20 20

3 3/8
2 1/4 40 40 40 20 20

3 3/8 40 40 40 20 20

4 1/2 50 50 50 25 25

4 1/2
3 3/8 50 50 50 25 25

4 1/2 50 50 50 25 25

T-Shaped Type
Part Number

Thread 
Shape ➀ No.

T (PT)
G (PF)
N (NPT)

Thread Shape 
➁ No.

T (PT)
G (PF)
N (NPT)

Thread Shape 
➂ No.

T (PT)
G (PF)
N (NPT)

L A B E F
Type

APBTM
1018 Carbon 

Steel or 
Equivalent

APBTS
304 Stainless 

Steel

APBTA
5052 

Aluminum 
Alloy

T (PT)
G (PF)
N (NPT)

1 1/8

— M5 — — M5 — 25 25 (30) 25 (30) 12.5 (15) 12.5 (15)

T (PT)
G (PF)
N (NPT)

1 1/8 T (PT)
G (PF)
N (NPT)

1 1/8 25 25 (30) 25 (30) 12.5 (15) 12.5 (15)

2 1/4 1 1/8 30 30 30 15 15

2 1/4 30 30 30 15 15

2 1/4

— M5 — — M5 — 30 30 30 15 15

T (PT)
G (PF)
N (NPT)

1 1/8

T (PT)
G (PF)
N (NPT)

1 1/8 30 30 30 15 15

2 1/4
1 1/8 30 30 30 15 15

2 1/4 35 35 (40) 35 (40) 17.5 17.5 (20)

3 3/8 2 1/4 40 40 40 20 20

3 3/8 40 40 40 20 20

3 3/8

2 1/4
1 1/8 40 40 40 20 20

2 1/4 40 40 40 20 20

3 3/8
2 1/4 40 40 40 20 20

3 3/8 40 40 40 20 20

4 1/2 3 3/8 50 50 50 25 25

4 1/2 50 50 50 25 25

4 1/2
3 3/8

2 1/4 50 50 50 25 25

3 3/8 50 50 50 25 25

4 1/2 3 3/8 50 50 50 25 25

4 1/2 50 50 50 25 25
!   Dimensions in ( ) are applicable to 304 Stainless Steel.
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Thread JIS B 0203 R (PT)
JIS B 0202 G(PF):  
ISO 228-1 Interchangeable
ANSI/ASME B.1.20.1-1983(NPT)

L-shaped Type T-shaped Type

Conversion Pipe Fittings – 
L-Shaped / T-Shaped
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!    Dimensions in ( ) are applicable to 304 Stainless Steel.


