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There’s more on the web: misumiusa.com Check out misumiusa.com for the most current pricing and lead time.

Stop Plate Sets for Lead Screws
Flanged, Bearing / Round Flanged Type

Stop Plate Sets for Lead Screws – 
Flanged, Bearing Type

!  ��Clamp Lever: CLDM5 P.3190
!  ��Radial Bearing: JIS B 15140 Class 0
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Type Material Surface 
Treatment Bearing

MTQDB 1018 
Carbon Steel 
Equivalent

Black Oxide
Radial 

BearingMTQDM Electroless 
Nickel Plating

Part Number
L L1 D H T B d1 X b W P1 F G Clamp Lever

Bearing
Type d Bearing No.

MTQDB
MTQDM

10 25 14 30 48 5 10 4.5 9 4 32 33 23 16 CLDM5-16-M 6900ZZ

12 25 14 32 50 6 10 4.5 10 5 34 35 25 18 CLDM5-16-M 6901ZZ

15 28 17 35 56 6 10 5.5 11.5 6 37 37 27 21 CLDM5-20-M 6902ZZ

20 28 17 40 64 8 10 6.6 14 8 42 43 30 27 CLDM5-25-M 6804ZZ

Stop Plate Sets for Lead Screws – 
Round Flanged Type

Type Material Surface Treatment Accessory

MTQAB 1018 Carbon Steel 
Equivalent

Black Oxide
Clamp Lever

MTQAM Electroless Nickel Plating

!  ��DH7 tolerance is measured before slit machining. !  ��For Clamp Levers, see P.3190.

!  ��Do not use without inserting the screw  
shaft (empty tightening). It may deform, 
causing it to be unusable.

Part Number
A B C H h P d T L K Clamp Lever

Type DH7

MTQAB
MTQAM

8 + 0.015 
   0

32 13 9 24 18 23 4.5 4 12 9 CLDM6-12-M

10 36 15 10 25 18 26 4.5 4 16 9 CLDM6-16-M

12 + 0.018 
   0

38 17 11 27 20 28 5.5 5 16 11 CLDM6-16-M

15 41 21 12 29 21 32 5.5 6 20 12 CLDM6-20-M

20 +  0.021 
   0 50 26 15 34 25 39 6.6 8 25 16 CLDM6-25-M

!  ���Do not use without inserting the screw shaft (empty 
tightening). It might deform, causing it to be unusable.

Feature
Rotation stopper clamp and a bearing are 
integrated for space saving designs.

!  ���Do not use without inserting the 
screw shaft (empty tightening). 
It might deform, causing it to be 
unusable.
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Part Number

MTQDB12

400 500

NOCH1

Pallet transfer CV Layout

New Pallet

Old Pallet

Pallet exchanged when needed
Clearance

Clearance

MTQAB
(Stop Plate Set – Round Flanged)

DPRR
(Digital Position 
Indicators Large)

MTSQR (Flanged Slotted Type) MTSFL (Flanged Left-Hand Nut)

(Right-Hand Thread) (Left-Hand Screw)

Rail GuidesRail Guides

P.844

P.836 P.834

P.848

400 500

NOCH1

Pallet transfer CV Layout

New Pallet

Old Pallet

Pallet exchanged when needed
Clearance

Clearance

MTQAB
(Stop Plate Set – Round Flanged)

DPRR
(Digital Position 
Indicators Large)

MTSQR (Flanged Slotted Type) MTSFL (Flanged Left-Hand Nut)

(Right-Hand Thread) (Left-Hand Screw)

Rail GuidesRail Guides

Stop Plate Sets for Lead Screws
2-Screw Mount / Square Type

Stop Plate Sets for Lead Screws – 
2-Screw Mount Type

Stop Plate Sets for Lead Screws – 
Square Type

MTSBB

MTSRW

AHLN

Bearing Mechanism

Bolt, Collar

Type Material Surface Treatment Accessory

MTSBB 1018 
Carbon Steel 
Equivalent

Black Oxide
Clamp Lever

MTSBM Electroless Nickel 
Plating

!  ��DH7 tolerance is measured before slit machining. !  ��For Clamp Levers, see P.3190.

Part Number
P A B d E F G T d1 M H H1 R (h) S Levers

Type DH7

Surface Contact
MTSBB
MTSBM

* �marked 
sizes are for 
MTSBB only 
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!  ���Do not use without 
inserting the screw shaft 
(empty tightening). It 
might deform, causing  
it to be unusable.

!  ��For Clamp Levers, see P.3190.
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!  ���Do not use without inserting the screw shaft (empty tightening). It 
might deform, causing it to be unusable.

Part Number
P

Side Handle 2-Scrcew Type Top Handle 2-Screw Type
d

Side Handle 2-Screw Type Top Handle 2-Screw Type
Type D A B C E G X A1 B1 C E1 G1 J Levers

Side Handle 
2-Screw Type

MTSWB
MTSWM
Top Handle  

2-Screw Type
MTTBB
MTTBM

8

+0.03
0

20
43 25 14 17 12

5 33
32 14

7
11

16 5.5
CLDM6-25-M

CLDM6-16-M

10 4 34 8
20

6.5

CLDM6-20-M12 3 35 9

15 44 32 20 18 13 4.7 37 38 20 11 13
CLDM6-32-M20

30
56

38
26 20 15 4.6 50 44 26 14 15 25 CLDM6-25-M

25 59 28 23 18 1.3 54
50

28 18 18
32 CLDM6-32-M

30 61 44 30 25 20 1.2 57 30 21 20 CLDM6-40-M

Side Handle  
2-Screw Type

Top Handle 2-Screw Type

Type
Material Surface Treatment Accessory

Side Handle 2-Scrcew Type Top Handle 2-Screw Type

MTSWB MTTBB 1018  
Carbon Steel

Black Oxide
Clamp Lever

MTSWM MTTBM Electroless Nickel Plating

Part Number - P

MTSWB15
MTSBB8 - 30

Notes
!  ��Do not use without inserting the screw shaft (empty 

tightening). It may deform, causing it to be unusable.

!  ��For Bearing units, please refer to P.822–823.

Available as standard specification and reduces  
the time of assembling the unit.


