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There’s more on the web: misumiusa.com Check out misumiusa.com for the most current pricing and lead time.

Simplified Adjustments (Z Axis Rack & Pinion)
Standard Type – Standard Grade / Precision Grade

Material: Aluminum Alloy
Surface Treatment: Black Anodize
Accessories: 
(XKRG)  
Hex Socket Low Head Cap Screw (CBS4-6) x 4 pcs.
(XKRKG)  
Hex Socket Head Cap Screw (SCB4-6) x 4 pcs.
*2 Pcs. for No.40

!  ��XKRG40/60 counterbored holes are not available  
for use since they are covered by the top plate.  
(For XY Mounting.

Part Number

XKRG60

Accuracy Standards Standard Grade XKRG Precision Grade XKRKG
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!  �There are some mechanical clearances, as indicated 
above, and not recommended for positioning 
applications requiring accuracies.

Stage Top Mounting Hole Dimensions

XKRG

XKRKG
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!  �     Not RoHS Compliant

Standard Grade XKRG Precision Grade XKRKG

Part Number Stage Surface
(mm)

Travel Distance
(mm) B X P Load Capacity 

(N)
Weight

(kg)Type No.

XKRG
XKRKG

40 25 x 40 ±12 25 31 — 29.4 0.10
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!  Travel per Rotation: Approx. 19mm  !  Minimum Graduation: 0.5 mm

Simplified Adjustments (Z Axis Rack & Pinion)
Scaled Post Unit

Type
Post Block Handle Rack Gear Pinion Gear

Material Material Surface Treatment Material Material Material

ZKB 304 Stainless Steel Aluminum Alloy Clear Anodize Aluminum Alloy 1045 Carbon Steel  
Equivalent

1045 Carbon Steel 
Equivalent

!  �Bracket base is sold separately. Product 
matching the mounting configuration can 
be selected by referring to the details in 
the drawings.

Part Number - L - L1

ZKB20 - 300 - 210

 Accuracy Standards
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ZKB !  �Scale graduation is expressed in centimeters.
!  ��Use the scale as a reference only.

� !  �Scale characters are printed by laser markings. The 
characters may fade if wiped using corrosive solvents.

Applicable Bracket (examples)
STHCBT20 (Shaft holder length: 32)
MFSBF20 (Post bracket height: 45)
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The scale is placed on the right side 
facing the mounting surface.

P.294
P.2234

!  �Travel per Rotation: Approx. 19 mm

Combination Example of 
Shaft Supoort Products

STHCBT20 (P.294)

Part Number
L L1

Travel Distance (LM)
(mm)

Load Capacity
(N)

Weight
(kg)Type Df8

ZKB 20 -0.020
-0.053

150
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70

25

0.6

200
70 0.7

160
120 0.7

250 120 0.9

300 210 170 1.0

Alterations Change of Rack Gear Mounting Position Change of Scale Placement Position

Code U L

Spec.

Lowers the rack gear placed at 10mm from  
the top end in 10 mm increments.
Applicable size [L-L1]
200-110, 250-160
300-210

 U≤40

Ordering Code: U30

Moves the scale position from the right side  
to the left side facing the mounting surface.

Ordering Code: L
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Part Number - L - L1 - (U, L)

ZKB20 - 300 - 210 - U30

Simplified Adjustments  
(Z Axis Rack & Pinion) –  
Scaled Post Unit


