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There’s more on the web: misumiusa.com Check out misumiusa.com for the most current pricing and lead time.

   

Thick-Walled Stainless Steel Pipes
Tapped / Threaded

Part Number - L - M

PSTT20 - 184 - 12
PSWN20 - 320 - 16

Material: 304 Stainless Steel

 Dimension L tolerance conforms to the PSTS. P.2500 

 L≥Mx3 for PSTN, L≥Mx6 for PSWN

Part Number L
1 mm Increment M (Coarse) (d +0.5

0  )
Type D h8

PSTN
PSWN

8  0
-0.022 50–600

8 4

10 10 6

12  0
-0.027

60–800 10 12 6

15

70–1000

12 8

20
 0
-0.033

16 20 10

25 20 24 13

30 24 30 16

 L≥Mx3 for PSTT, L≥Mx6 for PSWT

Part Number L
1 mm Increment M (Coarse) (d +0.5

0  )
Type D h8

PSTT
PSWT

6
 0
-0.018

30–600

4 3

8  0
-0.022

5 6 4

10 8 6

12  0
-0.027

30–800 8 6

15

30–1000

10 12 8

20
 0
-0.033

12 16 10

25 16 20 13

30 20 24 16

Part Number - L - M - (LKC)

PSTT15 - 173 - 10 - LKC

Alteration L Dimension Tolerance

Code LKC

Spec.

Ordering Code: LKC

L Dimension Tolerance

L L Tolerance

30–200
+0.05

0

201–500
+0.2

0

501–800
+0.5

0

801–1000
+0.8

0

LKC

 Dimension L tolerance conforms to the PSTS. P.2499
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Material: 304 Stainless Steel  The above figure shows the case where D>M.

PSWT Both Ends Tapped

Thick-Walled Stainless 
Steel Pipes – 
Tapped

Thick-Walled Stainless 
Steel Pipes – 
Threaded

PSTT One End Tapped

PSTN One End Tapped PSWN Both Ends Tapped

Thin-Walled Stainless Steel Pipes
Standard / Precise Inner and Outer Diameter

Part Number - L

SPLS2A
SPLT4

-
-

500
500

Part Number - L

SPLN2 - 100

Product Usage Examples
– Roll Shafts for Photocopiers

– Antenna

– Heater Hollow

– Tubing Hollow

– Injection Nozzle

– Ornamental Piping, etc.

  SPLS is the Straight Type, and can be used for 
injecting or other purposes. Annealed material  
(180 to 220 HV min.) is offered so that SPLT  
can be bent to fit the above applications.

SPLS

Part Number
L

1 mm IncrementType
D

t=0.5 t=0.3 t=1.0

SPLS

SPLT

2 2A
—

10–1000

3 3A
4 4A 4B
5 5A 5B
6 6A 6B
8 8A 8B

10

—

10B
12

—

15
16
20

  For SPLT, t=0.5 only.
25
30

SPLN

Part Number L
Specify in 1 mm Increment d

Type D

SPLN

0.5

10–200

0.34

1 0.7

1.5 1.1

2 1.6

2.5 2.1

3 2.6

3.5 3.1

4 3.6

4.5 4.1

5 4.6

L ±0.05

(*
)d

(*
)D

2525

1.6

G

1.6

2-C0.2 or less

1.625
G

G t

L

1.6

2525

D

2-C0.2 or less

Seam
(Elimination of Weld Bead)

L Dimension Tolerance
More Than Or Less Tolerance

10 30 ±0.2
31 120 ±0.3

121 400 ±0.5
401 1000 ±0.8

D Dimension Tolerance
More Than Or Less Tolerance

2 12  0 
-0.05

15 30  0 
-0.1

  An identification sticker is attached on the side of SPLS.

SPLS: t = 0.3, 0.5, 1.0
SPLT: t = 0.5 only

Type Material

SPLS 304 Stainless Steel

SPLT 304 Stainless Steel (Annealed)

*

D D / d Dimension  
Tolerance

0.5–2.0 ±0.01

2.5–5.0 ±0.02

Material: 304 Stainless Steel

1.625
G

G t

L

1.6

2525

D

2-C0.2 or less

Seam
(Elimination of Weld Bead)

Thin-Walled Stainless 
Steel Pipes – Standard

Thin-Walled Stainless Steel Pipes –  
Precision Inner and Outer Diameter


