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HFS8-8080
HFSB8-8080 Black Anodize

CAF8-8080 Clear Coating 

HFSH8-8080 Heavy Type
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 Cut surface and altered parts are not surface treated.

Type
Material Surface Treatment

Configurable Length Fixed Length
HFS8
HFS_8

KHFS8
KHFS_8 A6N01SS-T5 

Aluminum Alloy 
or 6005A-T5 

Aluminum Alloy

Clear Anodize

HFSB8 KHFSB8 Black Anodize

CAF8 — Clear Coating 
(Clear Anodize + Clear Painting)

Red circle shows the position 
of tapping for alteration.

(See below for 
detailed dimentions)

L±0.5

Details of slot (HFS / CAF Series)
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Enlarged View of A

Red circle shows the 
position of tapping for 

alteration represents the 
position of tap for tapping.

Features of Extrusions
Cross Section Shape HFS Extrusions Standard cross section shape.

Surface Treatment
Clear Anodize Common surface treatment.
Black Anodize Effective in where light reflection is not desirable.
Clear Coating More luster and better appearance than anodizing.

HFS8 Series Aluminum 
Extrusions – 40, 80 mm 
Square, 2 Slots or More

Configurable Length Extrusions

Fixed Length Extrusions (Effective Length 4,000 mm)    Part numbers beginning with the character “K” indicate Fixed Length Extrusion.

Aluminum Extrusions (HFS8 Series)
40, 80 mm Square, 2 Slots or More

HFS8 Series
40, 8010

Part Number - L

HFS8-8080
KHFS8-8080

-
-

800
4000

Part Number L
0.5 mm Increment

Mass  
kg/m

Sectional Area  
mm2

Cross Sectional Moment of Inertia mm4

ℓx ℓy

HFS8

8080 50–4000
4.57 1691 129.1 x 104 129.1 x 104HFSB8 Black Anodize

CAF8 Clear Coating

HFSH8 Heavy Type 7.13 2641 183 x 104 183 x 104

HFSF8 4.66 1726 128.4 x 104 129.6 x 104

Part Number L
0.5 mm Increment

Sectional Area  
mm2

Cross Sectional Moment of Inertia mm4

ℓx ℓy

KHFS8

8080 4000
1691 129.1 x 104 129.1 x 104KHFSB8 Black Anodize

KCAF8 Clear Coating

KHFSH8 Heavy Type 2641 183 x 104 183 x 104

KHFSF8 1726 128.4 x 104 129.6 x 104

 Cut surface and altered parts are not surface treated.

Type
Material Surface Treatment

Configurable Length Fixed Length

HFS8 KHFS8 A6N01SS-T5 Aluminum Alloy 
or 6005A-T5 Aluminum Alloy

Clear Anodize

HFSB8 KHFSB8 Black Anodize

HFS8-80160
HFSB8-80160 
Black Anodize

HFS8-40160

Red circle shows the position 
of tapping for alteration.

(See below for 
detailed dimentions)

L±0.5

Details of slot
(HFS Series) Features of Extrusions

Cross Section Shape HFS Extrusions Standard cross section shape.

Surface Treatment
Clear Anodize Common surface treatment.
Black Anodize Effective in where light reflection is not desirable.
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Red circle shows the 
position of tapping for 

alteration represents the 
position of tap for tapping.

HFS8 Series Aluminum 
Extrusions – 40, 80 mm 
Square, 2 Slots or More
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Configurable Length Extrusions

Part Number L 
0.5 mm Increment

Mass 
kg/m

Sectional Area 
mm2

Cross Sectional Moment of Inertia mm4

ℓx ℓy

HFS8 40160

50–4000

5.54 2049 38.6 x 104 498 x 104

HFS8
80160 10.51 3891 295 x 104 1001 x 104

HFSB8 (Black Anodize)

Fixed Length Extrusions (Effective Length 4,000 mm)

Part Number L
mm Sectional Area mm2

Cross Sectional Moment of Inertia mm4

ℓx ℓy

KHFS8 40160
4000

2049 38.6 x 104 498 x 104

KHFS8
80160 3891 295 x 104 1001 x 104

HFSB8 (Black Anodize)

Fixing Parts Others

Brackets Nuts Joints Extrusion 
End Caps Alteration

P.2777–
2795

P.2796–
2803

P.2844–
2857

P.2839–
2840

P.2862–
2863

HFS8 Series
40, 8010Aluminum Extrusions (HFS8 Series)

40, 80 mm Square, 2 Slots or More

Part Number - L

HFS8-80160
KHFS8-40160

-
-

800
4000

 Part numbers beginning with the character “K” indicate Fixed Length Extrusion.


