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There’s more on the web: misumiusa.com Check out misumiusa.com for the most current pricing and lead time.

Manifold Blocks (Hydraulic / Pneumatic)

Usage

Type

Material Surface  
Treatment

Max. Operating 
Pressure

Pitch (P) Standard Pitch (P) Configurable
25 x 32 

Sq
30 x 

35 Sq 15 Sq 20 Sq 30 Sq 40 Sq 25 x 32 Sq 30 x 35 Sq 20 Sq 30 Sq 40 Sq

Hydraulics

BMZS BMZF — — — — — BMZFP — — —
General 

Structural 
Steel

Trivalent 
Chromate

20.6 MPa =  
210 kgf/cm² 

or Less
BMZSM BMZFM — — — — BMZSMP BMZFMP — — —

Electroless 
Nickel 
Plating

BMZSR BMZFR — — — — BMZSRP BMZFRP — — —
304  

Stainless 
Steel

—

Pneumatic
— — BMZAS BMZAFC BMZAF BMZAFL — — BMZAFCP BMZAFP BMZAFLP 5052   

Aluminum 
Alloy

— 1 MPa = 10 kgf/
cm² or Less— — BMZASA BMZAFCA BMZAFA BMZAFLA — — BMZAFCAP BMZAFAP BMZAFLAP Clear Anodize

Part Number RC (PT), M (Coarse) Pitch P No. of 
Pitches

N

Q / G
Total No.  

of Threads
A B E F X Y

Mounting Hole 
Dimensions

Type Circuits Q G Standard Configurable 1 mm Inc. d D h
Hydraulic 25 x 32 SQ. 1

1 (1/8)
2 (1/4)

1 (1/8)
2 (1/4)

25
20–50

!  Please specify within 
NxP≤140.

0 2

25 32 20 20 15 6 5.5 9.5 5.5
Pitch Standard
BMZS
BMZSM
BMZSR

Pitch Configurable
BMZSMP
BMZSRP

2 1 3
3 2 4
4 3 5
5 4 6

Hydraulic 30 x 35 SQ. 1
1 (1/8)
2 (1/4)
3 (3/8)

1 (1/8)
2 (1/4)
3 (3/8)
4 (1/2)

35 25–50
!  Please specify within 

NxP≤120.

0 2

30 35 25 22

15

7 6.6 11 6.5
Pitch Standard
BMZF
BMZFM
BMZFR

Pitch Configurable
BMZFP
BMZFMP
BMZFRP

2 1 3

20
3 2 4
4 3 5
5 30 4 6

Pneumatic 15 SQ. 1
M3 (M3)
M4 (M4)
5 (M5)

5 (M5) 15 —

0 2

15 15 15 10 5 3.5 4.3 — —Pitch Standard
BMZAS
BMZASA

2 1 3
3 2 4
4 3 5
5 4 6

Pneumatic 20 SQ. 1
1 (1/8)
M3 (M3)
M4 (M4)
5 (M5)

1 (1/8)
5 (M5)*

15

15–50
!  When G is 5 (M5 is selected) 

NxP≤70
When G is 1 (1/8 is selected), 

please specify within NxP≤130

0 2

20 20 20 13 5 4 5.5 — —Pitch Standard
BMZAFC
BMZAFCA

Pitch Configurable
BMZAFCP
BMZAFCAP

2 1 3
3 2 4
4 3 5
5* 4 6

Pneumatic 30 SQ. 1
1 (1/8)
2 (1/4)
5 (M5)

1 (1/8)
2 (1/4)
5 (M5)*

25

20–50
!  When G is 5 (M5 is selected) 

NxP≤70
When G is 1 (1/8) or 2 (1/4), 

please specify within NxP≤130

0 2

30 30 20 20 7.5 7 5.5 9.5 5.5Pitch Standard
BMZAF
BMZAFA

Pitch Configurable
BMZAFP
BMZAFAP

2 1 3
3 2 4
4 3 5
5* 4 6

Pneumatic 40 SQ. 1
1 (1/8)
2 (1/4)
3 (3/8)

2 (1/4)
3 (3/8)
4 (1/2)

30
25–50

!  Specify in the range of  
NxP≤130.

0 2

40 40 25 25 7 7 6.6 11 6.5Pitch Standard
BMZAFL
BMZAFLA

Pitch Configurable
BMZAFLP
BMZAFLAP

2 1 3
3 2 4
4 3 5
5 4 6

Mounting Hole

P

E NxP E

L=NxP+2E

Y

F

X L-2X X

G

2-Mounting Holes

Q

A

A/2

B

h

dD

B

A

A/2

6.3

*Drawing is for when 4-Circuit type is selected.
  The number of Q / G screws is 5.
!   Mounting holes will be through holes for 15 and 20 Square Types.

Thread
JIS B0203 R (PT)
JIS B0202 G (PF): ISO 228-1   
Compatible

Mounting Hole Options

!    Material of 15 square 
is 6063 Aluminum 
Alloy.

  For G (PF) Thread please place an order specified with G- before part number. (Ex: G-BMZF) For ordering, see the Ordering Example.
  For Q and G, specify 1, 2, 3, 4, 5, M3 or M4 indicated before ( ).
  Single Circuit is not available for Pitch Configurable Type.
  Single Circuit (1) is not available for any Configurable Parts (BMZSMP, BMZSRP, BMZFP, BMZFMP, BMZFRP, BMZAFCP, BMZAFCAP, BMZAFP, BMZFAP, BMZAFLP, and BMZAFLAP).
  When * marked 5 pneumatic outlet port configuration in 20 and 30 Squares are selected, 5 (M5) is not available for G.
  Mounting holes will be through holes for Pneumatic 15 and 20 Square Types.

Part Number - Q - G - P

BMZF4
BMZAFP3 
G-BMZFP3

-
-
-

Q1
Q2
Q2

-
-
-

G2
G2
G2

-
-

P30
P30 (G Thread)

Manifold Blocks – Hydraulic / 
Pneumatic

Alteration Through Hole Orientation Symmetrically Opposite

Spec.

Machine lateral hole G on the opposite side.

2-Mounting Holes

Code CR

Part Number - Q - G - P - (CR)

BMZF3 - Q2 - G2 - CR

Mounting
Hole

Mounting Hole

Manifold Blocks (Hydraulic / Pneumatic)

*Drawings are for when 4-Circuit type is selected. The total number of Q, R and G threads is 5 for Vertical Semi-Through Hole Type and 9 for the L-Shape Type.

Thread
JIS B0203 Rc(PT)
JIS B0202 G (PF): ISO 228-1   
Compatible

P

E NxP E

L=NxP+2E

Y

F

X L-2X X

G

2-Mounting Holes

Q

A

A/2

B

h

dD

B

A

A/2

6.3

Mounting Hole Dimensions

P

E NxP E

L=NxP+2E

Y

F

X L-2X X

G

2-Mounting Holes

Q

A

A/2

B

h

dD

B

A

A/2

6.3

Mounting Hole Dimensions

Vertical Semi-Through Hole

L-Shaped Hole

L

NxP

L-2X

E

P

F

Y

G

X

E

A/2

A

X

2-Mounting Holes

B

R A/2

A

B

P

G

QR

L

NxPE E

F

Y

L-2XX X

2-Mounting Holes

A/2

A

B

A/2

A

B

Part Number - Q - G - G

BMZRF3
BMZUF4 
G-BMZUF4

-
-

Q2
Q2

-
-
-

R3
R2 
R2

-
-
-

G3
G3
G3 (G Thread)

Usage
Type

Material Surface 
Treatment Normal PressureVertical Semi-Through Hole L-Shaped Hole

30 x 35 Sq 40 Sq 30 x 40 Sq 50 Sq 40 Sq 30 x 40 Sq 50 Sq

Hydraulic
BMZRS BMZRF — — BMZUF — —

General 
Structural Steel

Trivalent 
Chromate 20.6 MPa =  

210 kgf/cm² or Less
BMZSRM BMZFRM — — BMZFUM — — Electroless 

Nickel Plating

Pneumatic — — BMZARF BMZARFL — BMZAUF BMZAUFL 5052   
Aluminum Alloy — 1 MPa= 

10 kgf/cm² or Less

Part Number
RC (PT), M (Coarse)

Pitch P
No. of 

Pitches
N

Total Number of Q, R & G Threads

L A B E F X Y
Mounting Hole 

DimensionVertical Semi-
Through Hole

L-Shaped 
Hole G Vertical Semi-

Through Hole L-Shaped Hole
Type Circuits R Q / R d D h

Hydraulic 30 x 35 SQ. 1

1 (1/8)
2 (1/4)

1 (1/8)
2 (1/4)

30

0 2 — 40

30 35 20 20 15 6 5.5 9.5 5.5Vertical Semi-Through Hole
BMZRS
BMZSRM

2 1 3 — 70
3 2 4 — 100
4 3 5 — 130
5 4 6 — 160

Hydraulic 40 SQ. 1
1 (1/8)
2 (1/4)
3 (3/8)

1 (1/8)
2 (1/4)
3 (3/8)
4 (1/2)

40

0 2 3 70

40 40 35 20 20 7 6.6 11 6.5
Vertical Semi-
Through Hole
BMZRF
BMZFRM

L-Shaped Hole
BMZUF
BMZFUM

2 1 3 5 110

3 2 4 7 150

4 3 5 9 190
Pneumatic    30 x 40 SQ. 1

1 (1/8)
2 (1/4)
5 (M5)

1 (1/8)
2 (1/4)
5 (M5)

30

0 2 3 40

30 40 20 20 7.5 7 5.5 9.5 5.5Vertical Semi-
Through Hole
BMZARF

L-Shaped Hole
BMZAUF

2 1 3 5 70
3 2 4 7 100
4* 3 5 9 130
5* 4 6 11 160

Pneumatic (50 Sq.) 1 1 (1/8)
2 (1/4)
3 (3/8)
4 (1/2)

2 (1/4)
3 (3/8)
4 (1/2)

40

0 2 3 50

50 50 25 25 8.5 8.5 8.5 14 8.5Vertical Semi-
Through Hole
BMZARFL

L-Shaped Hole
BMZAUFL

2 1 3 5 90
3 2 4 7 130
4 3 5 9 170

Manifold Blocks – Hydraulic

Manifold Blocks – Pneumatic

  BMZRF, BMZRFM, BMZARFL, BMZUF, BMZFUM, and BMZAUFL are not available with 5 Circuits. 
  For G (PF) Thread please place an order specified with G- before part number. (Ex: G-BMZF) For ordering, see the Ordering Example.
  For Q, R and G, specify 1, 2, 3, 4 or 5 indicated before ( ).    *When * marked 4 or 5 pneumatic outlet port configuration in 30 and 40 Squares are selected, 5 (M5) is not available for G.

Alterations Through hole orientation Symmetrically opposite

Spec.

Machine lateral hold G on the opposite side.

Code CR

Part Number - Q - R - G (CR)

BMZRS2 - R2 - G2 CR

2-Mounting Holes

2-Mounting Holes


