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There’s more on the web: misumiusa.com Check out misumiusa.com for the most current pricing and lead time.

A

C
D

0.05 B

0.03 A

0.03

0.03 A 0.03 A

0.03
0.03 A

A

B

0.05 A

6.3 1.6
G

A

C

D

0.02 B

0.02 A

0.02

0.02 A 0.02 A

0.02
0.02 A

A

B

0.02 A

B B

R0.3 or 
less

L L

R0.2 or 
less

A

C
D

0.05 B

0.03 A

0.03

0.03 A 0.03 A

0.03
0.03 A

A

B

0.05 A

6.3 1.6
G

A

C

D

0.02 B

0.02 A

0.02

0.02 A 0.02 A

0.02
0.02 A

A

B

0.02 A

B B

R0.3 or 
less

L L

R0.2 or 
less

L-Shaped Blocks
0.1 mm Increment

Precision 
Grade

Standard 
Grade

Dimension Tolerance A, B, L, C, D ±0.1 
Circumference Chamfering C0.2–C0.5

Standard Grade

Precision Grade

Part Number
Material

Standard Grade Precision Grade

SSLF SSLG 1018 Carbon Steel  
or Equivalent

SCLF SCLG 1049 Carbon Steel

SULF — 303 Stainless Steel

ALLF — 5052 Aluminum Alloy

Part Number
0.1 mm Increment

A B L C D

SSLG
SCLG

10.0–160.0 10.0–100.0 10.0–100.0 5.0–160.0 5.0–100.0

C≤A B-D≤60.0 
 D≤B

Part Number
0.1 mm Increment

A B L C D

SSLF
SCLF
SULF
ALLF

10.0–200.0 10.0–100.0 10.0–200.0 5.0–200.0 5.0–100.0

C≤A B-D≤80.0 
 D≤B

Dimension Tolerance A, B, L, C, D ±0.1 
Circumference Chamfering C0.2–C0.5

L-Shaped Blocks

Alterations Relief Dimension Tolerance  Precision Grade Only

Code NG CKA / CKB / CKL / CKC / CKD

Spec.

Adds a relief groove.

 �Applicable  
to Standard 
Grade only.

Changes the dimension tolerance.
±0.1 ➝ ±0.02
Ordering Code:
CKA for A Dimension	 CKA
CKB for B Dimension	 CKB
CKL for L Dimension	 CKL
CKC for C Dimension	 CKC
CKD for D Dimension	 CKD

 �Applicable to Precision  
Grade only.
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C, D≥10

A-C≥10

B-D≥10

Part 
Number - A - B - L - C - D - (NG…etc.)

SSLF - A100 - B90 - L90 - C45 - D60 - NG

Part 
Number - A - B - L - C - D

SSLF - A120.5 - B100.0 - L120.0 - C30.3 - D40.0
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U-Shaped Blocks
0.1 mm Increment

Precision 
Grade

Dimension Tolerance A, B, L, C, D, E	 ±0.1 
Circumference Chamfering	 C0.2–C0.5

Standard 
Grade

Dimension Tolerance A, B, L, C, D, E	 ±0.1 
Circumference Chamfering	 C0.2–C0.5

Part Number
Material

Standard Grade Precision Class

SSHF SSHG 1018 Carbon Steel or Equivalent

SCHF SCHG 1049 Carbon Steel

SUHF — 303 Stainless Steel

ALHF — 5052 Aluminum Alloy

Standard Grade

Part Number
0.1 mm Increment

A B L C D E

SSHF
SCHF

SUHF
ALHF 15.0–200.0 10.0–100.0 10.0–200.0 5.0–190.0

1.0–80.0

B-D≥5
When 5≤E≤20, D≤10

5.0–190.0

C+E+5≤A

Precision Grade

Part Number
0.1 mm Increment

A B L C D E

SSHG
SCHG 20.0–160.0 10.0–100.0 10.0–100.0 5.0–145.0

1.0–60.0

B-D≥5
When 10≤E≤35, D≤30

10.0–150.0

C+E+5≤A

Part Number - A - B - L - C - D - E

SSHF - A120.5 - B100.0 - L120.0 - C30.3 - D40.0 - E50.2

Alterations Dimension Tolerance  Precision Class Only

Code CKA / CKB / CKL / CKC / CKD / CKE

Spec.

Changes the dimension tolerance.
±0.1 ➝ ±0.02
Ordering Code:
CKA for A Dimension	 CKA
CKB for B Dimension	 CKB
CKL for L Dimension	 CKL
CKC for C Dimension	 CKC
CKD for D Dimension	 CKD
CKE for E Dimension	 CKE

CKECKC

CKA CKL

CK
B CK

D

CKECKC

CKA
CK
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D

Part Number - A - B - L - C - D - E - (CKA, etc.)

SSHF - A90 - B100 - L100 - C20.3 - D30.2 - E30.2 - CKA

U-Shaped Blocks


