PRODUCTS DATA

JECTOR PUNCHES

—RW COATING—
@ For details of jector holes, refer to Jector Punch Blanks. 2=P.236
@ Calculating the projection length of the jector pin (reference value) ®B=P.241 ® For details of jector pins, refer to Jector Pin Sets. ==P.241
Catalog No. - 3 . (7% | Catalog No. | — [L(LC-LCT-LMT)| — [ P(PC) | — [WWC)| — [ R |— (BC-HC-TC---etc.)
Tip shape| A~ i Y
Type g Type Shape B The tip shape can be ?izlﬁf;e:e{m Ealiiths m Atterations . RW—PJDS 6 — LC58 — P3.00 — W2.80 — HC8—KC45
Shank dia. Dms |Shank dia. D*3" | Tip shape| Tip length
[RoHs max35 b(min3) p3d! Alterations  |Code ® ®6 1Code Alterations  |Code ® € 1Code
@ - F—00 Tip dimension change Tip dimension change 90° Key flat
. R=0.5 R10 PC=PCmin PC-WC=PC-WCmin Addition of single | . . position
m Eovr\]/dererll1 @ S I pd 0.01mm increments 0.01mm increments KC ey flat to head 0 180’ change
ighspee =S| F=n N D — 7 @ Cannot be used for D4. S 1°j 1t
i 7HAC i Bt ®) s — [\l 100 R R Double Llcyri:tesn;
_ == — — = J 1.
. B4~67HRC| RW— PJV| ARW—PJV L 3= e e PC| | 5| 1800 5| T% D) wkc| (B)ston ot doue | (BN gl
3100HV. @ 0 a L+ .50 | o }gt ol |we g ;ggg 13 ggg 2 N key flats in parallel | N24 Sv?tr;]l:(eccombined
0 = S —t, d - -
‘ _ 10 | 2.800 13 | 500 : -
For shank diameter tolerance Dgl, Tip length (B) ) _ o | Hwe| 90 Double key 90 Double key
select either m5 or 5% @ L>S () The tip edges are very slightly rounded. v m 1% 3888 ;g ggg 0./ \180" flats at 0° and o \180- flats at 0° and a
5 20 | 9.000 25 5.00 KFC selected angle selected angle
Tip shape Tip shape Tip shape Tip shape Tip shape ..3 25 9.000 . 270" 1° increments 200 1°increments
@ D ¢ @ @ @ = = & Cannot be combined with KC-WKC. | G Cannat be combined with KC- WKC.
2 —0.01 - | )
= = Tip length change (shorter than standard)
N >< p= = ‘ \EB% BC |o<BC<B  0.1mm increments NKC _ No key flat
5 . =
_ T T n ©
\\ — (] \ & s / \\ 5 S%LﬂdF:ggc 0<f1tlp side edge jo o e Head diameter change
2 ye = . = D H PRC+0.1 .3=PRC= 5= D=HC<H 0.1mm increments
// + I / f:"_l ﬂ 1 // :.l PRC|0.1mm increments - =] T @ Cannot be used for retainer set products
= : N QFREHP=G=00]2 2 Head thickness change  3.6=TC<5
t——t \/5& d dimension BE"P.236 o 0.1mm increments d o=
T = (If combined with TKC+ TKM+LCT+LMT, 0.01mm increments | -
.01 Wiq.m R ‘Wiq.m Wiq.m R=0.2 ‘ [lél!eSgth Chan%i(r?r?]uicnté?gr:]l;ltps fenot) g ['% TC %ﬂ Eiﬁefeeﬁtgfﬁ)L is shortened by (5—TC)
©P=W __[=[oe[A] orzWw OF>w @P>w L Ic (X111 (B 1S il L —= )« = If combined with LC-LCT+LMT, full length
@® K=yPFW2 ®0.15=R<7y T (If combined with LKC, 0.01mm increments can be remains as specified.
- e selected.) t for retai t 1
® K=v(P—2R)>HW—2R)2+2R (@ Projection length of jector pin is 2mm. ? dCz::r:(o p5lusad| 0L Stainen SH products
0.01mm increments Changes to head thickness tolerance and full length TKC m?:raaclgctlﬁsnsge T+g'3 E>+g‘02
Catalog No. - = are processed using a single code. D:
L ® ® (&) B H 1= The allowable range of change, increment, ordering Ta TKM Head thickness 403 = 0
Type Tin'shape Tiplength | D N Pmaxt | P-Kmax. [P-wmin. | R = Ler process, and notes (®) are the same as for LC. tolerance change ' 0 ¥ —0.02
= 5 Full length Chamfering of head
(4) 140 50 60 70 80 1.00 ~ 3.99 3.97 | 1.00 7 = Head thickness FuIIII-ecn i . tolerance cghange G This improves the strength of the punch head. B P1611
(b) | 40 50 60 70 80 2.00 ~ 4.99 4.97 2.00 8 8 o tolerance change +- h i = 403 . +04 TCC|0.1mm increments
® [40 5 60 70 80 2.00~ 599 | 597 | 2.00 9 » et T e h e s e 2
A8~ 9. . . o @ If H=5, then TCC is 0.5.
[ - =5,
. — = LC Changes to head thickness tolerance and full length are
S 8 |(40) 50 60 70 80 90 100 3.00 7.9 7.97 | 3.00 L = L processed using a single code. —L  Head thickness is machined to a tolerance of
10 |(40) 50 60 70 80 90 100 3.00~ 9.99 9.97 | 3.00 13 | 13 = The allowable range of change, increment, ordering RC 2 ~004 ~ Oretive o the rtaier e
Oms) @ 13 |(@40) 50 60 70 80 90 100 6.00 ~12.99 | 12.97 6.00 16 E LM Droce_i_sl,(;’rlld notes () are the same as for LC. © °9| @ Cannot be used for D 8‘
5 —
RWPJ 16 | @0) (50) 60 70 80 90 100| 10.00 ~15.99 | 15.97 | 6.00 | = 19 Head thickness C o e e — ,
Spring reinforced t 40) ° tolerance change - "ulllength o =1|n AR [ The ector in is removed to create an air
pring reinforced type @ 20 [(40) (50) 60 70 80 90 100 | 13.00 ~19.99 | 19.97 | 6.00 @ 19 | 23 TH03 o 0 change LI o i s =E= AC | =~[ZZZH==3 pathandthesidevent e s pgged fom
@ 25 |(@0) (50) 60 70 80 90 100 | 18.00 ~ 24.99 | 24.97 6.00 =l 28 0 —0.02 ] the nside by inserting a resin (ABS)ring
o
4) 50 60 70 80 1.00 ~ 3.99 3.97 2.00 \V4 7 ':b Full length +03 . +0.05 - . .
(D+0.005y ( LKC L7 =2 v | A The jector pin is removed.
ARW—ps | © 5) 50 60 70 80 200~ 499 | 497 | 200 | 5 | 13 [ 8 Lo IDléRGe cfiange 2| j=F= |nc|0 ® Camot boconbined vih A
SpriRgRr‘f;\ilnforlgadvtyne (6) 50 60 70 80 2.00 ~ 5.99 5.97 | 2.00 | 2 9 = o
© L 8 50 60 70 80 90 100| 3.00~ 7.99 | 7.97 | 3.00 | © 1 £ | NDC[o PSS g o e=p
- 10 50 60 70 80 90 100 3.00 ~ 9.99 9.97 3.00 19 | 13 =<
13 50 60 70 80 90 100 6.00 ~12.99 | 12.97 6.00 16 Price
16 60 70 80 90 100 10.00 ~ 15.99 | 15.97 6.00 19
20 60 70 80 90 100 13.00 ~19.99 | 19.97 6.00 25 | 23
25 60 70 80 90 100 18.00 ~ 24.99 | 24.97 6.00 28
(@ The spring constants of RW—PJV, ARW—PJV are twice those of RW—PJ, ARW—PJ respectively.
(® L(40)-+B=6 If full length is (40), tip length is 6mm in all cases.
@ L(50)--+B=13 If full length is (50), tip length is 13mm in all cases.
® @®: P>D—0.03-»¢=0 If P>D—0.03 for a round punch, D:g:% (press-in lead)is not included.
® DREG: P-K>D—0.05-+6=0 If P-K>>D—0.05 for a shaped punch, D004 (press-in lead)is not included.
(® D(4), (5), and (6)are specifications available for RW—PJ, ARW—PJ only. Spring reinforced types are available for D8~25 only.
‘ Catalog No. ‘ - ‘ L ‘ - ‘ P ‘ - ‘ w ‘ — ‘ R(® only) ‘ MEffect of spring reinforced type :
Order The spring constant is twice that of a standard type jector
RW—PJEL 10 — 70 — P8.50 — W4.25 punch. The large spring load results in more effective

scrap removal.

Effects of RW coating
Effective for press processing of ultra-high-tensile
material and thick plate high-tensile material thanks to
its superior wear resistance, peeling resistance and heat
resistance. See the product data for details. BEP.1607

iﬁl Days to Ship

PUNCHES



