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■Rear removal space

Working force KN (tonf) Spring load N (kgf)
Total weight

kg Catalog  No. W θ
Slide 
Stroke 

S 
Standard

 working force
Max.

working force Preload 5mm before 
bottom dead center Max. load

19.6 
(2.0)

39.2 
(4.0)

176
(18.0)

680
(69.4)

743
(75.8) 20.0 

－ Drilled dowel holes －
MGDC
MEDC

(Economy type)

－ Finished dowel holes －
MGDCA
MEDCA

(Economy type)
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(19.4)

918
(93.7)

974
(99.4) 25.0 70
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(75.8) 20.0 

10
45

190
(19.4)

918
(93.7)

974
(99.4) 25.0 70

176
(18.0)

680
(69.4)

743
(75.8) 21.0 

15
45

190
(19.4)

918
(93.7)

974
(99.4) 25.0 70

176
(18.0)

680
(69.4)

743
(75.8) 21.0 

20
45

190
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918
(93.7)

974
(99.4) 25.0 70

Price

Order
Catalog  No. W － θ － S

MGDCA 65 － 10 － 45

Days to Ship

  

STANDARD UNDER CAM UNITS －DRILLED DOWEL HOLES / FINISHED DOWEL HOLES－
－MGDC・MGDCA・MEDC・MEDCA－

CAM DIAGRAM
X P.1333

■Components table X P.1335

－ Finished dowel holes －

MGDCA65 (θ=05-20)
MEDCA65 (θ=05-20)

(Economy type)

－ Drilled dowel holes －

MGDC65 (θ=05-20)
MEDC65 (θ=05-20)

(Economy type)


